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Natural gas (NG) is attractive for heavy-duty (HD) engines for reasons of cost stability, 
emissions, and fuel security. NG requires forced ignition, but conventional gasoline-engine 
ignition systems are not optimized for NG and are challenged to ignite mixtures that are lean or 
diluted with exhaust-gas recirculation (EGR). NG ignition is particularly difficult in large-bore 
engines, where it is more challenging to complete combustion in the time available.  
High-speed infrared (IR) in-cylinder imaging and image-derived quantitative metrics 
were used to compare four ignition systems in terms of the early flame-kernel development and 
cycle-to-cycle variability (CCV) in a heavy-duty, natural-gas-fueled engine that had been 
modified to enable exhaust-gas recirculation and to provide optical access via borescopes. 
Imaging in the near IR and short-wavelength IR yielded strong signals from the water emission 
lines, which acted as a proxy for flame front and burned-gas regions while obviating image 
intensification (which can reduce spatial resolution). Four ignition technologies were studied: a 
conventional system delivering 65 mJ of energy to each spark, a high-energy conventional 
system delivering 140 mJ, a Bosch Controlled Electronic Ignition (CEI) system, which uses 
electronics to extend the duration and the energy of the ignition event, and a high-frequency 
corona system (BorgWarner EcoFlash). The corona system produced five separate elongated, 
irregularly shaped, nonequilibrium-plasma streamers, leading to immediate formation of five 
spatially distinct wrinkled flame kernels around each streamer.  
The high-speed infrared borescopic imaging diagnostic developed here is shown to be an 
excellent method to accurately identify small flame kernels without the need of image 
intensifiers, comparable to intensified OH* imaging but with reduced experimental complexity. 
The results acquired from the production engine under varying air/fuel equivalence ratios and 
EGR rates uniquely demonstrate that stretched and wrinkled early flame kernels have a great 
advantage over spherical flames to complete combustion faster, and unlike conventional igniters, 
corona ignition system produces such flame kernels repeatably without heavy reliance on the 
flow and compositional conditions of the mixture. 
  
1 
CHAPTER 1 INTRODUCTION 
 
1.1 Natural Gas in Heavy-Duty Applications 
In heavy-duty (HD) trucks, compression ignition (CI) is currently the most widespread 
combustion technology, due to its efficiency and low maintenance requirement. However, the 
Diesel fuel used in CI engines produces substantial pollutants that require costly and complicated 
after-treatment. There is a growing interest in replacing Diesel fuel with natural gas (NG), which 
is a much cleaner-burning fuel. Particular interest exists in the United States, for reasons of fuel 
cost and fuel security. NG has a significantly higher autoignition temperature (580°C) than 
Diesel fuel (210°C) and a lower cetane number (-10) [1] than Diesel (44-55); hence it is not 
suitable for CI. On the other hand, the large octane number (122 Motor Octane Number, [2]) of 
NG makes it very suitable for spark ignition (SI), due to its knock resistance. Additionally, it is 
preferred to burn NG in lean conditions to minimize fuel consumption, and also use exhaust-gas 
recirculation (EGR) to reduce emissions of oxides of nitrogen (NOx). However, reaching these 
goals is challenging, because common spark-ignition techniques in current use are not 
specifically optimized for heavy-duty NG combustion, let alone its lean and EGR-diluted 
versions. Therefore, it is necessary to use an ignition system that can reliably ignite and ensure 
complete combustion of lean/dilute NG mixtures. In this dissertation, the effectiveness of four 
ignition systems is compared using standard measurements based on in-cylinder pressure and 
measurements made by in-cylinder infrared (IR) imaging. Details of the high-speed IR imaging 
and the quantitative metrics derived therefrom are also provided. 
1.2 High-Speed Infrared In-Cylinder Imaging 
Even though pressure transducers provide valuable information about the combustion 
phasing where combustible mixture‘s mass fraction burned is 0.5% (MFB005) or higher, they do 
not provide any information about combustion earlier than that because the early flame kernels 
do not cause a pressure signal significant enough to be detected over noise. Most importantly, 
pressure sensors do not provide any information about the physics of the in-cylinder processes 
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that cause the resultant engine output. Ideally, understanding all the critical phenomena inside an 
engine cylinder requires resolving all the complex processes ranging from atomic length and 
time scales (~10
-10
 m and ~10
-10
 s to describe spark breakdown) to engine cylinder length and 
time scales (~10
-1
 m and ~10
3
 s to describe large-scale flows and thermal transience). Resolving 
all these processes simultaneously and completely in such a large dynamic range is a task yet to 
be overcome with today‘s technology. Still, optical diagnostics provide the tools that yield 
insightful answers to such a complicated problem. 
Trade-offs exist between different means of optical access. Optically accessible engines 
provide the best view of the combustion chamber, but they are expensive, limit peak pressure, 
limit engine speed, can tolerate only short runtimes, and require extensive maintenance. 
Borescopes provide much more restricted access, but they can be installed in an otherwise 
production engine and can withstand the peak pressures normally reached by production engines. 
For this project, it was mission-critical to operate at the pressures and engine speeds of the 
development engine, so borescopic access was chosen.  
There are also trade-offs between different wavelength bands in which to perform optical 
measurements. Optical diagnostic techniques (e.g., laser-induced fluorescence, laser-induced 
incandescence, particle-image-velocimetry, shadowgraphy, schlieren imaging) have been 
employed in the study of combustion for decades [3, 4]. The vast majority of these 
measurements have been performed in or near the visible band (~400-700 nm), due to the 
advanced development level of imaging technology in this band. Silicon is a mature material 
system, thanks to its use in computer processors, and it offers sensitivity to wavelengths of ~400-
1100 nm [5]. Lens technology is also very mature in the visible band, since consumer cameras 
work in the visible, which enables sophisticated achromatic compound lenses. By contrast, 
infrared imaging technology is less mature. However, imaging in the IR offers some crucial 
benefits that make it attractive for combustion research. First, the near-blackbody radiation 
produced by soot [6] at combustion-relevant temperatures is much stronger in the IR than the 
visible. More importantly, as shown in Figure 1, the relevant chemical species (e.g., water, 
carbon dioxide, carbon monoxide) exhibit narrow emission lines in the bands covering 1.0 to 5.5 
m [7-10]. The water lines are of particular interest here. While water is present in the intake 
charge due to atmospheric humidity, it is found at higher temperature and concentration (both of 
which yield strong emission) in the volume where combustion has occurred. The significant 
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increases in water concentration (due to a peak water production rate of ~15x10-3 mol/[cm3-s] for 
a laminar, stoichiometric, methane/air premixed flame) and temperature (~4-fold for a laminar, 
stoichiometric, methane/air premixed flame) across the thickness of the flame front, a distance of 
approximately 0.5 mm under atmospheric conditions (this flame front thickness is even 
significantly smaller under higher pressures present in engines) [11], allow water to serve as a 
proxy for the location of the flame front and burned-gas region. Since the IR emission lines are 
so strong, it is often possible to collect sufficient signal without using an intensifier, thus 
eliminating an expensive, delicate component that reduces spatial resolution. Due to the limited 
optical access offered by the borescopes, the IR band was selected for this project in order to 
maximize the available signal. 
   
Figure 1. Spectral analysis of radiation in a Diesel engine at 10 CAD aTDC [10].  
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CHAPTER 2 IGNITION BACKGROUND 
2.1 Ignition Limits 
Leaner air/fuel mixtures are desirable for improved efficiency, due to more ideal 
thermodynamic properties of the mixture, reduced pumping work, lower heat losses from lower 
burned-gas temperatures, and the higher compression ratios that can be reached without knock. 
However, leaner mixtures require higher ignition energy and some method of accelerating the 
flame growth so that combustion can be completed during the power stroke. In order to address 
these requirements, Quader [12] defined two limiting parameters, which are illustrated in Figure 
2[13]: (i) the flame-initiation (or ignition) limit, and (ii) the partial-burn limit. The first limit 
marks the threshold at which ignition fails, and it is affected by factors that cause flame 
quenching, such as charge dilution, mixture motion, mixture temperature, compression ratio, 
spark energy, and the spark plug‘s heat range and gap. The second limit marks the boundary 
where the flame-propagation speed becomes too low to complete combustion after the mixture is 
ignited. The partial-burn limit is affected by charge dilution, mixture temperature, mixture 
turbulence, and the location and geometry of the spark. Spark-timing selection must be made 
considering both of these limits. Advanced spark timing prevents partial burns, since advanced 
timing provides more time for the flame to propagate. Advanced timing also leads to more 
misfires, especially in leaner mixtures, since the temperatures and pressures early in the cycle are 
not high enough for flame initiation, and the turbulence level quenches the flame kernel. In 
contrast, retarding the spark reduces the misfire risk, but it also reduces the available time for 
flame propagation and hence makes the combustion more susceptible to partial burn. For an 
ignition system, the goal is to remain in the stable combustion zone, but reaching this goal 
becomes increasingly challenging as the mixture becomes leaner or more dilute or the 
combustion chamber becomes larger. Even when the misfire and partial-burn limits are not 
reached directly, inconsistencies in flow and mixing may yield uneven species concentrations 
and temperature profiles within the combustion chamber, which eventually leads to cycle-to-
cycle variability (CCV) [14-17]. CCV is desired to be as low as possible, and ignition selection 




Figure 2. The impact on ignition limits of fuel, air/fuel ratio, dilution, and combustion-chamber 
size. Adapted from [13]. 
Typically, advanced ignition systems attempt to overcome the ignition limit by increasing 
either their output energy (e.g., dual-coil ignition [18, 19], Controlled Electronic Ignition [20]) or 
the effectiveness of the spark-to-gas energy transfer (e.g. microwave-assisted spark ignition [21, 
22], corona ignition [23-25], nanosecond-pulsed transient-plasma ignition[26, 27], breakdown 
ignition [13], laser ignition [28]). On the other hand, these systems attempt to overcome the 
partial-burn limit by some combination of increasing the flame-propagation rate (e.g., 
microwave-assisted ignition [29, 30]) or reducing the flame-travel distance within the cylinder 
(multi-plug ignition [31], high-frequency corona ignition [25, 32, 33]).  
In the work reported here, four ignition systems were compared. The first was a conventional, 
inductive-discharge ignition (IDI) system  [34] that delivered 65 mJ to each spark. The second 
was an IDI system that delivered 140 mJ. The third used a modified circuit to produce a tunable 
spark duration and thus tunable energy [20]. The fourth was a a high-frequency corona system 
(BorgWarner EcoFlash). 
2.2 Spark-Ignition Fundamentals 
A spark discharge is characterized by the voltage, current, and duration of the spark, 
which all depend on the surrounding gas, pressure, gap length, gap shape, and the electrical 
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circuit characteristics.  There are four phases of a spark discharge [34].  These phases are 
illustrated in Figure 3, and the energy distribution during each phase is tabulated in Table 1. 
- Prebreakdown: A potential difference is applied to a gap with initially infinite impedance. As the 
voltage increases, free electrons in the gap accelerate towards the anode. If the gap voltage is high 
enough, these accelerated free electrons collide with the gas molecules in the gap and ionize 
them, which reduces the impedance of the gap. Similarly, electron-gas collisions result in excited 
molecules, and these excited molecules radiate ultraviolet (UV) light, which promotes further 
electron emissions from the cathode, and that emission of electrons eventually (at around 50-100 
kV/cm) becomes a self-sustaining discharge, which in turn leads to the next phase: breakdown. 
The faster the voltage rises, the shorter the prebreakdown phase will be. Typically, the 
prebreakdown phase is of order 1 ns in duration. 
- Breakdown: Once the breakdown is reached, the spark current rapidly jumps to ~100 A, causing a 
rapid increase in the power delivered to the channel, further ionizing the plasma, which further 
reduces the impedance and the sustaining voltage of the channel. Since the process is so quick, 
taking only ~10 ns, energy transfer is governed by electron collisions and not by 
convection/diffusion of the combustible mixture. Therefore, the energy losses in the breakdown 
phase are minimal, and nearly all the electrical energy transfers directly into the spark plasma 
(~50 μm in diameter). As the electron temperature rises rapidly to ~60,000 K, the gas in the 
channel heats, pressure rises, and the plasma channel initially expands with a shockwave at 
supersonic speed. The breakdown phase is thermodynamically the most efficient phase of spark 
discharge. 
- Arc: As the gas around the spark expands, the velocities decay to flame speeds within ~μs, 
following the breakdown. In the arc phase, currents are still relatively high (>0.1 A), and the gap 
voltage drops to ~100 V within ~μs. Due to the lengthened timescales, the total energy transferred 
is greater than in the breakdown phase, but the thermal efficiency is significantly reduced due to 
heat losses to the electrodes. The electron temperature drops significantly to ~6000 K. All the 
input energy comes from the capacitance of the high-voltage spark-plug cable and the coil. 
- Glow: This final phase of discharge happens on a millisecond timescale. Because the energy 
stored in the capacitance is finite, the input power to the plasma drops, and the current falls to 
<100 mA. Since the duration of this phase is much higher than the others, it is much less efficient, 




Figure 3.  Schematic of voltage and current variation with time for conventional coil spark-
ignition system [34]. 
 
 




2.3 Surveyed Ignition Systems 
2.3.1 Conventional Ignition Techniques 
Conventionally, a spark ignition system has a device that creates the electrical signal, a 
high-voltage cable that carries the signal to the spark location, and a spark plug that discharges 
the current to the combustible mixture. Many ignition systems have variations in terms of 
appearance, electrical signal output, and performance, yet their circuitry can be simplified as 
shown in Figure 4 [34]. The two most popular ignition technologies that have been used in the 
past century and today are inductive-discharge ignition (IDI) and capacitive-discharge ignition 
(CDI). 
 
Figure 4. Equivalent circuit of conventional ignition systems. The high-voltage distribution spark 
gap is omitted since it does not affect the principal functions of the device. uH,, high-voltage 
signal; Lc coil inductance; Rc, coil resistance; Cc, coil capacitance; Zc, cable impedance; Rr, radio-
interference-damping resistance; Cp, plug capacitance; Lp, plug inductance; SG: spark gap; Rs, 
resistance of current shunt (incorporated for measuring purposes only); u, spark voltage; i, spark 
current; t, time; TCI, transistorized coil ignition; CDI, capacitive-discharge ignition. [34]. 
2.3.1.1 Inductive-Discharge Ignition 
Inductive-discharge ignition, also commonly referred to as transistorized coil ignition 
(TCI) or Kettering induction ignition, only relies on the coil inductance, Lc, in Fig. 3, to store the 
electromagnetic energy and provide the high-voltage signal to the spark plug. In such a system, 
the coil capacitance, Cc, is minimal. As it can be seen from Figure 5, IDI systems are 
characterized by spark durations on the order of 1 ms (longer than the capacitive-discharge 
duration by a factor of ~10), which could be beneficial for ignition of lean and highly 





Figure 5. Voltage-time and current-time characteristics of an IDI system in air at 300 K.  The 
systems supplies 30 mJ to a 1-mm gap [34]. u, voltage; i, current; t, time. 
2.3.1.2 Capacitive-Discharge Ignition 
A CDI system has a circuit that charges the coil capacitor to high voltages until ignition time, 
and then discharges the capacitor into the ignition coil and then to the spark plug. Coil 
inductance is typically very low, and the discharge characteristics predominantly rely on the coil 
capacitance. Material selection becomes more critical and expensive in CDI systems in order to 
maintain reliability at such high voltages.  Compared to an IDI system, a CDI system is 
characterized by a much shorter discharge (~100 µs, as illustrated in 
Figure 6 Figure 6), which leads to lower heat losses at the electrodes, and insensitivity to 




Figure 6. Voltage and time traces of a capacitive-discharge ignition system in air at 300 K and 1-
mm gap supplying 3 mJ to the gap electrodes [34]. 
2.3.2 Long-Duration, High-Energy, Low-Volume Approaches 
2.3.2.1 Dual-Coil Ignition 
Dual-coil ignition (DCI) is similar to conventional inductive-discharge ignition; however, 
DCI achieves spark-discharge by means of two ignition coils instead of one, as shown in Figure 
7, [35]. These two coils are connected to each other on the primary side, and their secondary 
sides are connected to the spark plug by means of diodes. At the start of the ignition sequence, 
the first coil is charged by an electronic control unit. Once fully charged, the first coil discharges, 
creating a spark plasma. In the meantime, the second coil is charged with a fixed time delay 
relative to the first coil, and before the spark from the first coil is completed, the second coil 
spark begins discharging, extending the spark event.   This process can be repeated for a number 
of charge-discharge cycles for each coil. This way, a longer-duration, higher-energy spark is 
created, as illustrated in Figure 8. The number of charge-discharge cycles is set so that the 
desired energy can be discharged continuously over a long duration. The main limiting factor for 
the maximum attainable output from this igniter is the electrodes‘ durability at high 
temperatures. Initial tests from BorgWarner show that iridium plugs have a significant durability 
advantage over platinum plugs in this application. Engine tests with dual-coil igniters show that 
EGR tolerance can be extended 4-10% depending on the engine load, and the burn rates can be 





Figure 7. BorgWarner dual-coil ignition system [35]. 
 
 




2.3.2.2 Controlled Electronic Ignition 
Bosch‘s Controlled Electronic Ignition (CEI) technology has a modified circuit that 
enables the system to produce a constant ignition current for a long duration [36]. This way, a 
higher overall energy output (50-300 mJ) is achieved compared to the conventional ignition 
systems (~65 mJ) (Figure 9). CEI is also reported to demonstrate ~30% higher spark voltage than 
conventional igniters. Such a high-voltage, constant-current, long-duration discharge enhances 
Joule heating and reduces the risk of misfire. Therefore, CEI is a good candidate for EGR-
diluted, lean, low-cetane fuel (e.g. CNG, ethanol), and cold-start applications. Potential 
drawbacks are increased heat losses through electrodes due to increased spark duration, and 
lower material life due to increased erosion. 
 
Figure 9. Comparison of conventional ignition and Controlled Electronic Ignition (CEI) [36]. 
2.3.3 High-Power, Low-Volume Approaches 
2.3.3.1 Breakdown Ignition 
As explained in Section 2.2, the most energy-efficient phase of a spark discharge is the 
breakdown, so a straightforward approach to improve a spark igniter is to modify its electrical 
circuit so that majority of the energy is delivered during this phase. In a typical breakdown 
ignition system, as can be seen from Figure 10, the voltage drops below 10% of initial value 
within <10 ns, while the current oscillates with decreasing amplitude for about 60 ns. These 
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systems deliver their energy in 1/10,000 the time of conventional systems, and reach ~1-2 MW 
of peak power as opposed to capacitive systems‘ ~1k W, and inductive systems‘ ~10 W. This 
rapid and efficient energy delivery enhances early flame growth. In highly turbulent engines (i.e., 
smaller, faster engines) the overall combustion duration is decreased, so breakdown systems 
become especially advantageous [37]. 
 
Figure 10. Voltage and current traces for a breakdown ignition system [37]. 
There are two competing factors that determine a breakdown systems‘ effect on NOx 
emissions, as found in Anderson‘s experiments [38, 39]. On one hand, the rapid process gives 
less time for NOx formation; on the other hand, elevated peak temperatures trigger more NOx 
formation.  There does not yet appear to be a consensus in the literature on the net impact on 
NOx emissions of breakdown ignition systems. 
2.3.3.2 Laser Ignition 
Since faster energy delivery is preferable for improved thermal efficiency and minimized 
heat loss, one other approach has been laser ignition. Even higher power outputs (6 MW) are 
available in ~50 ns with CO2 laser igniters [37]. There have been serious research efforts on laser 
ignition (currently still ongoing at Argonne National Lab, Princeton University, and elsewhere), 
but there are several impracticalities that must be addressed before implementing it on a 
production engine. The biggest problem is keeping the laser‘s output window clean and 
transparent inside a working cylinder. Furthermore, lasers of sufficient power require some 
means of cooling. Finally, the cost associated with laser-ignition systems (one laser per cylinder 
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or one laser per engine in addition to switching optics) represents a hurdle. Still, there has been 
promising studies conducted in reciprocating engines with methane-air or natural gas mixtures 
[40-43]. An in-depth review on laser ignition principles and potential use can was presented by 
Phuoc [28]. 
2.3.4 High-Volume Approaches with Conventional Igniters 
2.3.4.1 Multiple-Spark-Plug Ignition 
As discussed in Section 2.1 and shown in Figure 2, the two major ignition limits are due 
to misfire and partial burn. Breakdown and laser ignition systems significantly reduce the risk of 
misfire, while also reducing partial burns. Another approach that is specifically geared towards 
solving the partial-burn problem is the use of multiple spark plugs in a single cylinder, as 
illustrated in Figure 11. This approach reduces the distance a flame must travel by creating 
multiple flame kernels distributed around the combustion chamber. As a result, the combustion 
reaches completion faster. Furthermore, the risk of misfire in any given cycle is greatly 
minimized since it is much less likely that all the plugs will misfire during any cycle.  
 
Figure 11. An example of multiple-spark-plug ignition concept [44]. 
If multiple spark plugs improve performance, then the next question is how many of them 
are necessary, and how they should be distributed to extend the lean limit. Nakamura studied 
engines with from 1 to 12 igniters in a single cylinder to answer these questions [45]. Figure 12 
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shows Nakamura‘s measurements of brake specific fuel consumption (BFSC), hydrocarbon (HC) 
emissions, and NOx emissions as functions of air/fuel (A/F) ratio for several arrangements of 
spark plugs as well as HC emissions as a function of spark-plug arrangement. (Note that the lean 
misfire limit [LML] is noted on the curves on the lower right.) Since the combustion duration is 
decreased and a larger volume is covered, unburned HC, BSFC, and NOx emissions decrease 
significantly with increased number of spark plugs. However, the number of plugs itself is not 
the only determining factor in the combustion performance. All the desirable output parameters 
become much more favorable when the spark plugs uniformly cover the available area of the 
head. Since the flames are quenched at the cylinder walls, it is most effective to place the spark 
plugs more centrally on the cylinder head. Even at lower number of spark plugs (2, 3, or 4 







Figure 12. The effect of number and distribution of multiple spark plugs on several important 
performance and emissions parameters [45].  Abbreviations are explained in the text. 
Despite the advantages in fuel consumption and emissions offered by multi-plug ignition, 
this technology suffers from additional cost and packaging challenges.  The packaging issue is 
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the more critical one.  Employing multiple spark plugs not only requires valuable real estate on 
the roof of the combustion chamber, but it also necessitates re-engineering the entire engine head 
so that the plugs are isolated from the coolant and do not interfere with the intake and exhaust 
ports.  The packaging challenge has prevented adaptation of multiple-plug ignition in production 
engines, and the required redesign of the head prevents this technology from being viable for 
retrofitting an existing engine. 
It should be noted that two plugs were used per rotor in many of Mazda‘s production 
Wankel rotary engines. (Three plugs were used for each rotor of the Le Mans-winning 787B.)  In 
those cases, the unique shape and moving nature of the working chamber both made multiple 
plugs more beneficial and easier to package, and the small number of rotors used in each engine 
mitigated the additional cost. 
2.3.4.2 Rail-Plug Ignition 
Rail-plug igniters use high-energy electrical discharges (typically ~1 J) inside small-
volume cavities. Figure 13 shows a schematic of a rail-plug igniter and the associated electrical 
circuit. As illustrated in the figure, the electrical circuit is connected to the rail plug at the base of 
the channel where it is the narrowest. Hence, the electrical signal produces the initial spark at the 
narrow base, and then the plasma moves along the channel due to thermal expansion. In order to 
accelerate the spark plasma to higher velocities, a carefully timed electromagnetic force, called 
Lorentz force, is applied to the plasma by means of an additional follow-on circuit incorporated 
into a conventional ignition circuit. While the conventional part of the circuit supplies the Joule 
heating to create the spark plasma, the primary purpose of the follow-on circuit is to supply the 
Lorentz force to move the ionized spark kernel away from the rail-plug housing to a location 
within the combustible mixture where the thermodynamic conditions are more favorable for 




Figure 13. The circuit diagram of a rail-plug ignition system [46]. 
Laboratory research on rail-plug igniters [46] yielded improvements in indicated mean 
effective pressure (IMEP) and cycle-to-cycle variation. Unfortunately, several shortcomings of 
this ignition system were also observed. One drawback is that these igniters have demonstrated 
shorter material life due to electrode and orifice erosion.  This impaired durability could be 
mitigated by using more sophisticated materials, but only at increased cost. The high power of 
the discharge also yields higher heat-transfer losses and a potential safety hazard. Although rail-
plug ignition never reached commercialization due to its shortcomings, this technology 
demonstrated the importance of larger volume ignition, which later, more advanced systems tried 
to achieve by different means. 
2.3.5 Momentum-Based Approaches 
2.3.5.1 Pre-Chamber-Initiated Ignition 
Another method to improve the ignitability of lean mixtures is to utilize a pre-chamber 
ignition system. In this system, there is a small combustion chamber containing a fuel injector 
(or fuel-scavenging mechanism) and an igniter that is attached to the much larger main 
combustion chamber.  The pre-chamber is filled with a rich, easily ignitable air-fuel mixture, and 
a much leaner mixture is supplied to the main chamber. The overall air/fuel ratio is typically 
lean. As the pre-chamber mixture is ignited, the hot burned gas mixture flows out of the pre-
chamber through nozzles to the main chamber, penetrates into the leaner mixture, and the 
radical-rich hot jet (Figure 15) ignites the leaner main chamber mixture.  
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Many pre-chamber concepts have appeared in the literature, as diagrammed in Figure 14, 
[47]. The systems differ from each other mainly in terms of the pre-chamber fueling technique, 
the relative volume of the pre-chamber, the size of the nozzles, and the flow characteristics of the 
pre-burned igniter jet. 
According to Toulson‘s 2010 review [47], jet ignition, while showing near-Diesel 
thermal efficieny and fuel economy, also exhibits the emissions, noise, and control advantages of 
SI and is projected to be less expensive than Diesel due to the reduced aftertreatment costs. 
Toulson‘s table comparing the advantages and disadvantages of jet ignition compared to spark 




Figure 14. Summary of the developmental history of pre-chamber ignition systems [47]. Each 





Table 2. General comparison of common combustion technologies and jet ignition [47].  HCCI, 
homogeneous-charge compression ignition; PM, particulate matter; NOx, oxides of nitrogen; NSC, 
NOx storage catalyst; SCR, selective catalytic reduction, SIDI: spark Ignition Direct Ignition. 
2.3.5.1.1 The LAG Process 
After the jet-ignition concept was first introduced in the late 1950s. Gussak [47, 48] 
developed the first jet-ignition engine.  He named the jet-ignition process Lavinia Aktivatisia 
Gorenia (LAG), Russian for Avalanche Activated Combustion.  To this day, the mechanism 
behind jet ignition is still known as the LAG process. In the LAG process , as illustrated in 
Figure 15 , active radicals from a quenched flame provide ―avalanche kernels‖ as a distributed 
ignition source in the main chamber. Gussak determined that, in order to produce the most 
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effective radical-rich, high-momentum jets, the pre-chamber geometry should be as follows: pre-
chamber size equal to 2-3% of the clearance volume, orifice area 0.03-0.04 cm
2
 per 1 cm
3
 of pre-
chamber volume, and orifice length/diameter ratio of 0.5 [49]. The most significant discovery 
from the this work was the importance of active radicals in pre-chamber ignition [50]. 
 
 
Figure 15. An illustration of the Lavinia Aktivatisia Gorenia (LAG) process showing the 
avalanche kernels [47, 48]. 
2.3.5.1.2 Turbulent Jet Ignition 
In the most recent, most advanced version of pre-chamber-initiated ignition is MAHLE 
Turbulent Jet Ignition (TJI), recently renamed MAHLE Jet Ignition (MJI), which is illustrated in 
Figure 16 and Figure 17. The design goals for this system were as follows: 




- Very small nozzles (~1 mm2) so that the igniter jet can be turbulent (and possibly supersonic 
when converging-diverging nozzles are used) and can carry more momentum to penetrate deeper 
into the lean main chamber gases. 
- Finer control over the fueling location and stratification within the pre-chamber. 
- Finer control over the spark location, timing, and energy within the pre-chamber.  
 
Figure 16. Drawings of the MAHLE Turbulent Jet Ignition system [47]. 
The combusting jets produced in TJI provide ongoing combustion and motion of 
substantial fuel/air mass that enables combustion in diluted mixtures and generally benefits 
engine efficiency [47]. The TJI system has been shown to enable ultra-lean operation (fuel/air 
equivalence ratio, ,  <0.5), exhibit very high EGR tolerance, yield very high (near-Diesel) 
thermal efficiency, and reduce NOx emissions significantly. There is some concern that the 
additional surface area of the pre-chamber may cause higher heat losses than conventional 
systems, though the high thermal efficiency demonstrated indicates that a properly sized pre-
chamber may minimize this heat loss.  The TJI system does suffer from some increased cost, due 
to the substitution of a pre-chamber, spark plug, and second injector for a single spark plug and 
the additional fuel-delivery components. The main shortcoming of this system, however, is the 
packaging requirement.  The pre-chamber module is by necessity significantly larger than a 
spark plug.  Fortunately, the area occupied on the roof of the combustion chamber is 




Figure 17. MAHLE Turbulent Jet Ignition system: Image of the hot turbulent jet leaving the pre-
combustion chamber to ignite the mixture in the main chamber [47]. 
2.3.5.1.3 Supersonic Jet Ignition 
As an effort to increase the penetration speed of the pre-combusted jet, a 2016 study 
conducted by Biswas at Purdue investigated the potential effects of utilizing supersonic jets, 
instead of subsonic deflagration jets [51]. In this laboratory setup, a small pre-chamber is 
connected to a larger constant-volume main chamber through a single nozzle. Three different 
nozzle geometries (straight, converging, converging-diverging), which result in different jet flow 
regimes, were tested. Significant lean-limit extension (from  = 0.35 to 0.22 in the main 
chamber) was observed under supersonic jet conditions produced by a converging-diverging 
nozzle, compared to the subsonic jet conditions formed by a straight nozzle of same throat area. 
In infrared imaging and OH* chemiluminescence imaging, diamond-shaped shock structures in 
the supersonic jets and a high-temperature zone downstream of the shocks were observed. The 
lean-limit extension was attributed to these additional high-temperature zones.  
Unfortunately, supersonic jet ignition operating in ultra-lean conditions also results in pressure-
related combustion instabilities. In the main chamber, an acoustic disturbance grows and 
eventually affects heat-release rate and causes oscillating flame propagation.  Such acoustic 
concerns would likely be a significant problem in a reciprocating engine where the shockwave-
boundary interactions would be much more complicated. It should also be noted that the fuel 
used for this experiment was H2, which was chosen due to its simplicity. Additional difficulties 
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might be observed in more complex fuels. Despite the current shortcomings, the idea of nozzle 
modification in a jet ignition system may yield result in improved performance as the nozzle 
design is iterated. 
2.3.5.2 Diesel-Pilot Ignition 
Another method that utilizes a high-momentum igniter jet is Diesel-pilot ignition. In this 
type of system, the engine runs primarily on natural gas, but a small quantity of Diesel fuel is 
used as the ignition source [52]. The spark plug found in a conventional NG engine is replaced 
with a Diesel injector, as shown in Figure 18.  The Diesel fuel is sprayed in jets, and due to the 
high cetane number of the fuel, it autoignites and then serves as a distributed ignition source for 
the NG that is injected shortly after the Diesel. Since the pilot Diesel fuel is supplied in small 
quantities, one major concern with Diesel-pilot is keeping the Diesel fuel locally rich enough to 
ignite with a short ignition delay. Hence, Diesel and NG injection timings must be arranged such 
that the natural gas does not lean down the initial Diesel spray, preventing autoignition. 
This method of ignition leads to much lower soot and NOx emissions compared to pure 
Diesel engines, while still maintaining a reasonably high brake mean effective pressure. 
Unfortunately, storing and delivering two different fuels and the complicated injection system 
represent two major drawbacks. Even though there are cases where NG is supplied via port fuel 
injection [53], direct injection of the NG is preferred due to its ability to more carefully control 





Figure 18. Westport high-pressure Diesel-pilot injector assembly. A single injector delivers the 
Diesel fuel first, then the natural gas [54]. 
2.3.6 Approaches Exploiting Non-Equilibrium Plasma 
2.3.6.1 Introduction to Plasmas 
A number of advanced ignition technologies exploit the properties of non-equilibrium 
plasmas, so a short introduction to the different types of plasmas is provided in this section. 
A plasma is an ionized gas, which can be created from an ordinary gas by heating it or 
subjecting it to a strong electric field produced by a microwave oscillator or laser.  Plasmas, 
unlike non-ionized gases, have are highly chemically active, exhibit electrical conductivity, and 
contain high-energy particles [33]. Fully ionized plasmas are quasi-neutral (i.e., instantaneously 
contain equal amounts of negative and positive charges) systems in which only ionized gas 
particles and electrons are present and show collisionless, collective behavior. At continuum 
scale, an ideal plasma only has Coulomb interactions between its particles. Partially ionized 
plasmas contain non-ionized gas particles along with ionized gas and electrons; hence they 
behave as a transition state between an ordinary gas and an ideal plasma. Both long-range 
(Coulombic) and short-range (collisional) interactions are present and effective in a partially 
ionized plasma [33]. Depending on the temperature and pressure, plasmas can gain or lose 
ideality.  Partially ionized plasmas are more common in the published ignition studies. 
In a plasma, electrons, due to their much lower mass, can reach much higher kinetic 
energies than can heavier particles (ions, radicals, gas molecules, atoms). Hence, a plasma can 
contain high-temperature electrons and low-temperature ions simultaneously [55]. However, this 
phenomenon can occur only under non-equilibrium (also called transient or non-thermal) 
conditions; therefore, such a plasma is called non-equilibrium plasma, transient plasma, or non-
thermal plasma. Non-equilibrium plasmas can only be sustained under higher Townsend 
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numbers (ratio of electric field to the particle density), which in a typical internal combustion 
engine setting means high electric fields and low pressures [33], otherwise the high-temperature 
electrons dissipate their energy into the surroundings via collisions until the plasma reaches 
localized thermal equilibrium. Table 3 summarizes the differences between thermal and non-
thermal plasmas. 
Plasmas can also be divided into two groups depending on temperature: low-temperature 
plasmas have electron temperatures below about 10
5
 K, while high-temperature plasmas are 
above that threshold. Typically, automotive engines utilize low-temperature plasmas for ignition. 
Low-temperature plasmas can be either thermal or non-thermal, while high-temperature plasmas 
are typically thermal under engine pressures and particle densities. Table 4 illustrates the typical 
temperature ranges of ions and electrons separately for each kind of plasma. 
 
Thermal Plasma Non-Thermal Plasma 
- The electron temperature is equal to 
the temperature of the bulk gas. 
- High gas temperatures are observed. 
- High levels of ionization are 
observed. 
- The electron temperature is higher than that of the 
ions. 
- Reaction kinetics are enhanced. 
- Lower gas temperatures are observed. 
- There is potential to influence flame stability (by 
modifying Lewis numbers and promoting wrinkling). 
Table 3. Comparison of thermal and non-thermal plasma comparison based on [22]. 
 
Low-Temperature Plasma High-Temperature Plasma 
Thermal Non-Thermal 







 K, Te  10
4
 K 
Example: corona discharge 
Ti  Te  10
7
 K 
Example: fusion plasma 
Table 4. Plasma classification based on temperature and thermalization [33]. Ti, typical ion 
temperature; Te, typical electron temperature 
2.3.6.2 Microwave-Assisted Ignition 
Studies on premixed laminar-flames show that spark-ignited flames propagate faster 
when they are under a microwave (MW)-generated electric field [29, 56]. Laser diagnostics on 
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laminar flames further reveal that the peak density of hydroxyl radicals (neutral OH molecules) 
near the flame front under MW assistance is enhanced significantly, which leads to higher flame 
speeds [57]. Recently, there has been an effort in Dibble‘s lab at the University of California at 
Berkeley to test microwave-assisted spark ignition technology [22]. The experiments have been 
performed with methane (the primary constituent of natural gas) in a constant-volume 
combustion chamber with a conventional capacitive-discharge spark plug and an additional MW 
source to enhance the electron mobility without increasing the gas temperatures. The 
combination of the spark plug and MW signal produced, a non-equilibrium plasma in the 
methane. The resulting combustion demonstrates improved reaction kinetics and early flame-
kernel growth without raising the peak gas temperatures at the ignition site. The MW-enhanced 
kinetics eventually leads to faster flame development, extension of the ignitability limit, and 
lower NOx emissions.  
Figure 19 shows Schlieren images of early flame growth in methane ignited by 
conventional spark ignition and by microwave-assist SI in Dibble‘s constant-volume chamber 
[22]. All frames were recorded 5 ms after ignition. Although the faster flame growth is noticable 
at lower pressures (~1-2 bar), the advantage disappears as the pressure increases beyond ~3 bar, 
because of the higher rate of molecular collisions mitigating the mobility enhancement of MW-
assisted ignition. This high-pressure effect is a very serious problem that prevents the adaptation 
of MW-assisted ignition in SI engines, because in reciprocating engines, the pressures at the time 
of ignition are well above 5 bar. Still, one must take into account that the high temperatures in a 
real engine can also reduce the gas density in the engine, thus reducing molecular collisions, 
which could mitigate the effect of high pressure and make MW-assisted ignition more viable. 
Optical-engine tests with MW-assisted igniters were performed by Imagineering, Inc. in Japan 
[21, 58]. Under low-pressure conditions (2.75 bar IMEP, ~20 bar maximum pressure), 
substantial improvements in lean limit, OH density, IMEP, cyclic pressure stability, and CO 
emissions are recorded. Under slightly higher-pressure conditions (5 bar IMEP, still significantly 
lower than found in a heavy-duty engine), the gains diminish substantially. Overall, the 






Figure 19. Schlieren images of early flame growth using spark ignition (SI, left) and microwave-
assisted SI (SI+MW) [22]. All images are recorded 5 ms after ignition. Pressures increases from 
top to bottom. Notice how SI+MW flame growth is much faster than SI at lower pressures, and 
how that effect diminishes with the increasing pressure. 
2.3.6.3 Corona Ignition 
Between two electrodes, if the potential gradient (electric field) is sufficiently large to 
ionize the gas only at multiple discrete points, then ionization occurs only at these particular 
points while the rest of the gas remains mostly unaffected. Such low-power electric-discharge 
plasmas that occur near atmospheric conditions are known as a corona discharge [33]. 
Generation of a corona discharge is only possible after the corona inception voltage (CIV) for 
that particular electrode set is provided to the system. CIV is found by an empirical equation 
named Peek‘s law, which describes very strong dependence between CIV and the geometry of 
the electrodes [59]. In particular, the curvature ratio between the anode and cathode is the 
primary determining factor, which sets corona apart from an ordinary spark. For the lowest CIV, 
one of the electrode tips should be very sharp (needle-like), while the other one should be flat. 
For instance, in an engine application with corona ignition, a regular spark plug is completely 
replaced by an anode with a sharp tip (or multiple sharp tips, see Figure 20), while the cylinder 
wall, which has a much longer-radius curvature, behaves as the cathode. Gas density and the 
distance between two electrodes are the other important factors that determine the value of CIV. 
Polarity selection of electrodes is also critical. For either polarity selection, the discharge occurs 
at the sharp tips due to higher localized electric field; for ignition applications, the sharper 
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electrode is specifically selected to be the positive electrode in order to have a positive corona 
(also known as streamer corona) discharge. In such a discharge, positive ions, also called 
streamers, move away from the sharp tip and propagate through the gas, and the resulting 
streamers cover more interelectrode space than a negative corona does. Corona discharge also 
results in a secondary flow within the gas, called ionic wind, that increases the level of 
turbulence and facilitates faster and more efficient combustion.  
Corona discharge has many advantages over spark discharge. As a process based on non-
equilibrium plasma, corona discharge carries its energy through electrons that are significantly 
hotter than the bulk gas (Table 4). Corona relies on electron-impact decomposition instead of 
Joule heating of the combustible mixture from spark discharge [27]. Hence, without dumping 
unnecessary energy into heating the gas, the reaction kinetics are favored such that combustion 
happens faster, colder, with lower NOx, and with minimized heat loss in the electrodes.  Most 
importantly, as opposed to a traditional spark igniter‘s ~1-mm single-channel plasma, a corona 
igniter creates multiple, ~25-mm long streamers [25]. Therefore, corona ignites a much larger 
volume of the mixture, leading to distributed, turbulent, fast-propagating flame kernels as can be 






Figure 20. BorgWarner EcoFlash ignition system [25]. Corona discharge in ambient air (left), and 





Figure 21. Comparison of combustion initiation by conventional spark ignition (Bosch PPlus-
transistor coil ignition with enhanced performance) and by corona ignition (BorgWarner EcoFlash 
prototype) with E20 fuel at a filling pressure of 20 bar, a mixture temperature at 200 °C and a 
combustion air ratio of λ=1.0 [32]. 
In 2007, Cathy et al. conducted single-cylinder, gasoline-fueled optical-engine 
experiments to compare corona ignition against the conventional technologies, and corona 
demonstrated higher energy efficiency and more rapid flame initiation than the rest of the 
systems tested [26].  In 2013, Graf [60] tested corona ignition against other popular igniters 
(transistor coil, modulated direct current, single charge ignition, multi-charge ignition systems, 
and their varieties) in a research engine with E20 fuel, and corona performed significantly better 
than the other systems in terms of engine running smoothness, ignition delay, and combustion 
duration.  Graf‘s results are illustrated in Figure 21.  In 2014, Briggs in 2014 [32] tested 18 
different igniters, including a corona igniter, a laser igniter, a rail-plug igniter, multiple surface 
igniters, different kinds of torch igniters, along with various conventional systems. Corona 
ignition demonstrated the highest burn rates, and the lowest variability of them all. 
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2.3.6.4 Nanosecond-Pulsed Transient-Plasma Ignition 
A nanosecond-pulsed transient-plasma ignition systems use short electrical pulse trains to 
produce a non-equilibrium plasma and to facilitate rapid, energy-efficient, low-temperature 
combustion [26, 61-69]. These electrical pulse trains consist of 5-20 pulses with durations of ~10 
ns, pulse spacings of 0.1-600 μs, and peak powers of 650 kW [62, 63]. The resulting plasma, 
created under high electric field, enables gas excitation, dissociation, and ionization by electron-
impact, which creates new chemically active species that can facilitate additional interaction 
mechanisms that modify and accelerate the kinetics of the entire combustion [66, 67].  
In experiments conducted in a constant-volume chamber, nanosecond-pulsed transient-
plasma ignition systems demonstrated a ―jetting‖ effect where the flame kernel was expelled 
outwards into the chamber away from the spark electrodes, The jetting increases flame 
wrinkling, which enhances the flame-kernel growth rates. Increasing the number of pulse 
enhances the flame-propagation rates. These results are illustrated in Figure 22, [62]. 
 
 
Figure 22. Comparison of flame-kernel growth: (a) inductive spark, (b) pulsed discharge with 5 
pulses, (c) pulsed discharge with 20 pulses [62].  
One of the biggest advantages of nanosecond-pulsed transient-plasma ignition is that it 
requires significantly lower energy (520 mJ for 20 pulses, [63]) in engine applications compared 
to the other transient-plasma corona ignition (4000 mJ) [32], which is also a system based on 
non-equilibrium plasma.  Engine experiments with gasoline revealed that a nanosecond-pulsed 
plasma system can initiate rapid and stable combustion under extra-lean and highly EGR-diluted 
conditions [26, 63]. Significant improvements (20% in EGR-tolerance and 10% in lean-limit) are 
observed compared to conventional IDI igniters under a part-load condition of 1500 rpm, 5.6 bar 
IMEP [63]. 
The only potential disadvantage of this system, like any other technology exploiting non-
equilibrium plasma, is that it relies on molecular-level collisions, so its effectiveness may 
diminish at higher in-cylinder pressures unless the provided electric field is increased 
proportionally to match the increase in particle density. It should be noted that this system and 
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the long-duration corona ignition reach non-equilibrium plasma conditions through different 
discharge characteristics. Hence, we expect the two systems to behave differently. The higher 
peak power outputs in this system could be beneficial for sustaining performance at elevated 
engine pressures.   
Since nanosecond-plasma ignition is a very new technology, we have identified only 
Transient Plasma Systems (TPS) [70], a start-up company whose founders studied this 
technology in their graduate research, as a manufacturer. Although still early in its development, 
the TPS system has yielded promising experimental results in various reputable research 
laboratories, such as Argonne National Laboratory [63], Gundersen‘s laboratory at University of 
Southern California [26, 64], and Dibble‘s laboratory at University of California at Berkeley 
[62].   
2.3.7 Summary of Surveyed Systems 
A comparison of all the ignition systems that are surveyed can be found in Table 5. The 
systems are compared on the basis of 11 parameters, which are divided into three categories: (i) 
ignition characteristics, (ii) flame enhancement, and (iii) economic factors. Each ignition 
technology is given a qualitative grade relative to inductive-discharge ignition for each 
parameter, except for approximate total duration, which is quantitatively rated. If the igniter 
shows advantage relative to the baseline in a certain parameter, then it is awarded a ―+‖ in that 
column. If the system is disadvantageous in terms of a parameter, then it is penalized by a ―-‖ 
character. The more significant the advantage or disadvantage, the more symbols are added in 
the grade. If the system is neither advantageous nor disadvantageous, then it is given a ―0.‖ For 
the cases where sufficient information was not found, a ―?‖ character is given. Finally, for the 
cases where there is a reasonable expectation of performance but no experimental data available, 
―+‖ or ―–‖ symbols are added in parentheses following a ―?‖ character. 
Since different igniters follow different physical mechanisms, certain ignition 
characteristics need careful interpretation in order to meaningfully compare all the reviewed 
technologies in Table 5. For instance, majority of the igniters provide energy to the combustible 
mixture via plasma streamers (e.g. spark or corona). For all such systems, the delivered energy 
and approximate total duration are all defined based on the electrical discharge events. However, 
momentum-based approaches need to be interpreted differently, because their source of ignition 
for the main-chamber combustion is not plasma streamers but reactive jets. Hence, delivered 
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energy for these systems is defined as their jets‘ energy content. Total durations for igniters are 
also interpreted similarly. Streamer-based systems are rated by their electrical discharge 
duration, pre-chamber-systems are rated by their jet penetration durations, and Diesel-pilot 
ignition is rated by its ignition delay before autoignition. 
Efficiency is defined as the system‘s capability of converting electrical energy into 
thermal energy directly input to the combustible mixture without heat losses. As was shown in 
Table 1, majority of the heat losses in a spark event occur during the glow discharge phase 
through the electrodes, whereas the most efficient energy release occurs during the breakdown 
phase. Therefore, systems that utilize faster discharge or non-equilibrium plasma are rated to be 
more efficient, because these technologies systematically avoid the glow discharge phase. 
Similarly, longer-duration igniters are rated to be less efficient due to the elongated glow 
discharge event.  
For the igniters where no durability data was found, the expected durability was 
interpreted based on the ignition energy and duration information available. Typically, durability 
of an igniter‘s electrodes is closely linked to the duration of glow discharge and the amount of 
heat lost through them. Hence, durability is strongly correlated with the system‘s efficiency. 
Each system‘s total number of parts and overall complexity were also considered to be factors 
that can affect durability. For a more complete assessment for a particular device‘s durability, 
one needs to take material choice into account as well. 
The most promising systems for ignition of CNG in heavy-duty engines in the near future 
are identified to be corona, transient-plasma, and turbulent jet ignition. All three of these 
technologies ignite a larger volume than conventional systems. There are other systems that can 
increase the ignition volume as well; however, they are either less effective or not as feasible as 
the above-nominated choices for the HECO-SING project. For instance, having multiple spark 
plugs is known to be effective, but this approach also requires a complete redesign of the engine 
head, which drives the costs up while increasing both cost and the risk of part failure. Diesel-
pilot ignition is also a technology that has demonstrated improved performance, but it requires an 
additional fuel-storage and -delivery system for Diesel fuel. Concepts such as laser ignition or 
supersonic-jet ignition show promise, but they still need further development to be implemented 
into production or near-production engines. If the vibration patterns of a pre-combusted 
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supersonic jet are better understood and optimized in the future, for instance, then employing 
supersonic jet igniters might become feasible.  
 









































































































Inductive Discharge 30 (0) 1 0 0 0 0 0 0 0 0 
Capacitive Discharge 55 (0) 0.1 0 0 0 + 0 0 0 0 
Dual-Coil 55-360 (+) 1-3 0 0 + ? (0) + + - ? (-) 
Bosch CEI 50-300 (+) 1-3 0 0 + ? (-) + + ? (-) 0 
Breakdown 50 (0) 10
-5
 0 - + ++ + 0 - 0 
Laser 50-400 (+) 10
-5
 0  - + ++ + 0 ? ? (---) 
Multi-Plug 50 n (+) 1 ++ 0 + 0 + ++ - --- 
Rail-Plug 2500 (++) 0.2  + 0 0 - + + --- 0 
Microwave Assisted 50 (0) 2.5 0 + -- + + + ? (-) ? (--) 
Corona 4000 (++) 0.5 ++ + ? (-) ++ ++ + ? (0) ? (-) 
ns-Pulsed Plasma 500 (+) 0.5-2 + + ? (-) ++ ++ + ? (0) ? (-) 
Turbulent Jet +++ 1-5 +++ ? + ? + ++ ? (-) -- 
Supersonic Jet +++  1 +++ - + ? + ++ ? (---) ? (--) 
Diesel Pilot ++   5 +++ 0 ++ ? + ++ - --- 
 
Table 5. Comparison of the ignition systems surveyed. The baseline for the qualitative 
comparisons is inductive-discharge ignition, for which all the characteristics are graded with 0. + 
sign shows an advantage over the baseline, and multiple + signs indicate a greater advantage. The 
inverse is true for the – sign. The evaluation of ignition characteristics for jet and spray igniters are 
made based on the main-chamber air-fuel mixture ignition; for all the other igniters, discharge 




CHAPTER 3 EXPERIMENTAL SETUP AND PROCEDURE 
3.1 Engine and Instrumentation 
The parameters of the engine used for these experiments are summarized in Table 6. The 
Weichai WP10NG engine was modified to enable the various combustion modes needed for this 
project. It was originally capable of lean NG/air mixtures but had no external-EGR capability. A 
high-pressure EGR system with an EGR cooler and butterfly-type EGR-control valve was added. 
The EGR, air, and fuel, were mixed in a custom 3-gas mixer. The original turbocharger was 
replaced with one (Bosch Mahle Turbo Systems 110 Series) that provided higher backpressure to 
enable higher EGR rates. 
Table 6. The specifications of the Weichai WP10NG engine. 
Cylinder Configuration Inline 6 
Valves per Cylinder 2 




Bore x Stroke (mm) 126 x 130 
  
The engine was run in a test cell with an AVL DynoExact dynamometer and AVL Puma 
Open control and data acquisition system. The cell included an air handler for conditioned 
combustion air with mass-flow measurement. The cell also included control of coolant 
temperature and charge air intercooler temperature. Instrumentation on the engine itself included 
many temperature and pressure sensors, including an AVL combustion pressure sensor in each 
cylinder, which were read by an AVL Indicom high-speed data-acquisition system. The 
dynamometer was equipped with high-resolution engine speed and torque measurement. Engine 
emissions were measured by Horiba MEXA benches sampling raw exhaust before and after the 
aftertreatment system and diluted in a full-size dilution tunnel. Intake CO2 concentration was 
also measured for calculating the external EGR rate. All emission measurements reported here 
were made before the aftertreatment. 
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3.2 Exhaust-Gas Recirculation 
In this work, the EGR rate is defined to be the ratio of background-corrected intake CO2 
concentration to background-corrected exhaust CO2 concentration. The total dilution possible to 
deliver to the combustion chamber is a combination of EGR and excess air (lean combustion). 
The air system (including turbocharger, EGR plumbing and valve, charge air cooler, gas mixer, 
and intake manifold) has a practical limit on the maximum amount of EGR possible for a given 
quantity of excess air. When running a stoichiometric mixture ( = 1.0), the turbocharger does 
not need to extract a significant amount of power from the exhaust gases, because of the lower 
boost requirements compared to lean operation. Therefore, this system can achieve up to 30% 
EGR rate at specific operating points. When running lean (i.e.,  > 1.0), the turbocharger 
consumes significant power from the exhaust gases, and the intake manifold pressure is much 
higher, as required to deliver the excess air to the combustion chamber. These factors limit the 
amount of EGR that is possible to push from the exhaust manifold to the intake manifold, to 
approximately 12% maximum, depending on operating point.  
The measured EGR rate with the EGR valve completely closed was between 2% and 4%. 
This nonzero value results from residual CO2 in the intake manifold from leakage past the EGR 
valve and possibly re-aspirated exhaust gases in the intake manifold. Thus, no operating 
conditions with 0% EGR were measured. The current configuration of the air system also limits 
maximum EGR rate. The concept of the project of which this work is a part is to determine how 
much dilution can be used with each of several ignition systems, with the goal to have increased 
engine efficiency and low engine-out emissions at an optimized high-dilution mixture. At some 
operating points, however, the air system does not have enough dilution capability to test the 
limit of the ignition system. For future work at all operating points, an air system with higher 
EGR or boost pressure capability would be recommended. This could be achieved with a 
multiturbocharger air system, a compressor, a variable geometry turbocharger, or a positive-
displacement EGR pump could be utilized.  
3.3 Ignition Systems 
3.3.1 Conventional Ignition Systems 
For the two conventional, IDI experiments described here, the engine was equipped with 
Bosch coils (functional samples not intended for production) that could deliver up to 140 mJ. 
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The coils allowed the dwell time (during which the coils are charged) to be adjusted for 
operation at 65 mJ (simulating the stock system) or at 140 mJ without a hardware change. The 
140-mJ setting produced both a higher voltage and a longer duration, compared to the 65-mJ 
case.  
3.3.2 Controlled Electronic Ignition 
The third system was Bosch Controlled Electronic Ignition. The CEI discharge goes 
through the same breakdown, arc, and glow phases as any other spark-plug-based ignition 
system, but CEI uses a modified circuit producing an extended glow phase that is tunable in 
duration [20], as illustrated by the current-time cartoon in Figure 23. The current is nearly 
constant during the extended glow time and then decays in the normal way afterward. The glow 
times reported here are the extended glow times, which exclude the natural decay and thus 
underestimate the total glow-phase. The voltage-time curve [20] is more structured than the 
current-time curve; the voltage is 37-45 kV during the breakdown phase but drops to ~1 kV 
during the arc phase, after which it fluctuates with an amplitude of ~1 kV throughout the 
remainder of the discharge. The energy delivered by CEI was claimed by the manufacturer to be 
50-300 mJ, depending on the dwell and glow times, which were separately adjustable over 0.4-
1.6 ms and 0.3-5.0 ms, respectively. CEI is a proprietary, prototype system, so no additional 
detail on its inner workings are available. The initial voltage and spark duration produced by CEI 
is comparable to that of the 140-mJ IDI system; the additional energy (up to about 2 times as 
much) comes about because the voltage remains at the initial value throughout most of the spark 
event, rather than experiencing an exponential decay. This high-voltage, constant-current, long-
duration discharge enhances Joule heating and reduces the risk of misfire, making CEI a good 
candidate for EGR-diluted, lean, low-cetane mixtures and cold starts. The potential drawbacks of 
CEI are increased heat losses through the electrodes and faster electrode erosion due to the 




Figure 23. Schematic of the secondary-current behavior of the conventional and CEI system [71]. 
In courtesy of Dr. Michael C. Gross. 
3.3.3 Corona Ignition 
The fourth system tested was a high-frequency corona ignition system (BorgWarner 
EcoFlash). This system used bursts of a 3.16-MHz carrier with a peak-to-peak voltage of ~40 kV 
to produce non-thermal plasma streamers from the five tips on each igniter. The system‘s 
controller box (which sat between the engine control unit and the igniters) was configured via 
software (BorgWarner) and included settings for the duration of each burst of the carrier, number 
of bursts, pause between bursts, buck voltage (the voltage output by the controller before being 
stepped up by the transformer built into the igniter), and other parameters.  
3.4 Optical Access and Imaging Equipment 
The rearmost cylinder (Cylinder 6), being the most accessible, was modified to provide 
optical access for two cameras; two borescope sleeves were installed in the head, and reliefs 
were cut into the top of the piston to provide clearance for the tips of the borescopes. Figure 24 is 
a drawing of the engine, with cameras and associated hardware, viewed from two directions. Due 
to the limited options resulting from the positions of the valves, spark plug, ports, coolant 
passages, and intake manifold, the borescopes could not be positioned 90 apart; the angle 
between the borescopes, measured about the vertical axis, was ~70. The relative positions and 
orientations of the borescopes and spark plug are clearly visible in Figure 25. Initial imaging 
showed reflections of the flame kernel from the piston. To reduce these reflections, the piston top 
and head were painted with flat black VHT Flameproof high-temperature coating. 
The borescopes, sleeves, and related hardware were purchased from AVL. The AVL 
Visioscope M14 borescopes measure 7 mm in outside diameter, provide an angular field of view 
of 70, and are optimized to focus light between 1.0 and 1.7 m. The borescopes were cooled 
with air at ~6 bar pressure that was first passed through an AVL FU filter unit, which removed 
  
39 
particles that could clog the cooling channels. The borescopes were protected from the heat and 
pressure in the chamber by M14 sapphire windows. The cameras were rigidly held in place 
relative to the engine and borescopes using a combination of AVL-supplied brackets and 
custom-fabricated parts. 
 
Figure 24. Drawings of the engine and optical equipment, viewed from two directions, showing 
the positions of the cameras and borescopes [72]. In courtesy of Dr. Michael C. Gross. 
 
Figure 25. A photograph of the modified head with borescopes installed. Note the two views 
provided by Cameras 1 and 2 [72]. In courtesy of Dr. Michael C. Gross. 
Each camera was a Xenics Cheetah-640-CL with the VisNIR option. The sensor chip has 
640 x 512 monochrome pixels with 12 bits of depth, and it is sensitive to wavelengths between 
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400 nm and 1.7 m (though maximum sensitivity occurs between 1.0 and 1.6 m). While the 
borescopes do transmit visible light (the shorter end of the camera‘s sensitivity range), the focus 
is poor in the visible. A 1000-nm long-pass filter, placed between each camera and its borescope, 
was found to provide the best compromise between image brightness and clarity. The sensitivity 
of the camera annotated with the long-pass filter is shown in Figure 26. The camera can operate 
at frame rates up to 865 Hz in full-frame mode, but when only a subset of the sensor is used, 
much higher frame rates are possible. Preliminary imaging indicated that the field of view (FoV) 
provided by each borescope only occupied ~60% of the camera sensor in each dimension, so 
both cameras were windowed to 384 x 336 pixels in order to increase the maximum frame rate 
beyond 1 kHz without sacrificing any useful information.   
 
Figure 26. Cheetah-640-CL camera sensitivity as a function of wavelength. VisNIR (blue) option 
is used with a 1000-nm long-pass filter. 
One-per-cycle and 1440-per-cycle signals were provided to a LaVision PTU-X 
programmable timing unit, which in turn triggered the cameras to capture images. One instance 
of LaVision Davis 8 was used to program the timing unit and record images from Camera 1; a 
second instance of DaVis captured images from Camera 2. 
3.5 Engine Calibration 
It was necessary to determine the maximum air/fuel ratio and EGR dilution for each 
operating point, as lean combustion is desired for improving fuel efficiency, and EGR dilution is 
desired for improving both efficiency and NOx emissions. This dilution amount was determined 
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by setting an upper limit on the CoV(IMEP) for each individual cylinder of between 6-8%. It 
should be noted that, despite the modifications for optical access, Cylinder 6 did not suffer the 
most CCV. The worst CoV(IMEP) values were those of Cylinders 3 and 4, the middle two 
cylinders. It is speculated that imperfect air/fuel mixing in the intake manifold may have resulted 
in less well-mixed or globally leaner mixtures reaching these two cylinders, leading to less 
consistent cycle-to-cycle combustion. The IMEP and CoV(IMEP) values reported here are for 
Cylinder 6 specifically.  
For each operating point defined by engine speed, load (IMEP), air/fuel ratio, and EGR 
rate, the spark timing was adjusted to position the crank angle at which 50% of the fuel (by mass 
fraction) has been burned, MFB50, at approximately 9 crank angle degrees after top dead center 
(aTDC) for the entire engine. (Throughout this document, MFBx refers to the crank angle at 
which x% mass fraction of the fuel has been consumed.) This target value was determined from 
engine mapping with ignition timing sweeps at various operating points as the MFB50 that 
minimized the brake specific fuel consumption. 
3.6 Data and Image Acquisition 
Before comparing the four ignition systems, the operating points summarized in Table 7 
were examined with only CEI in order to understand the effect of the glow and dwell times on 
ignition and to select the values that would be used for the comparison. Only durations on the 
long end of the range for each parameter were used, based on guidance provided by the CEI 
engineers at Bosch. These engineers stated that shorter durations did not yield reliable ignition 
while longer durations did not improve combustion. Based on the outcomes of these preliminary 
experiments, described below in the Results and Discussion section, the dwell and glow time 
were set to 1.0 and 3.0 ms, respectively, for all later experiments. 
The operating conditions for directly comparing all three Bosch ignition systems are 
summarized in Table 8. The operating conditions with the corona igniter in comparison to 65-mJ 
igniter are summarized in Table 9. At each operating point, the in-cylinder pressure and images 
were recorded over a 100-cycle period. The statistical metrics reported here were computed from 
these 100-cycle measurements. Images were recorded at intervals of 5.5 CAD, equivalent to a 
frame rate of 1.09 kHz. For each operating condition, multiple measurements were made, each 
with a different timing offset (multiples of 0.5 or 1.0 CAD, depending on the experiment). This 
image recording process is illustrated in Figure 27. Due to CCV, the images cannot be simply 
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interleaved to fill in the gaps in the imaging. However, since 100 cycles of images were recorded 
at each offset, these images can be used to provide statistical information at 0.5- or 1.0-CAD 
resolution, as will be described in the next section. Images were recorded from just before 
ignition to the point at which the FoV was filled with flame. Operating points that were lean or 
diluted necessitated earlier ignition timing and burned later, thus longer imaging periods were 
required.  
Table 7. The conditions tested and the parameters measured during set up of the CEI system. The 
engine speed and IMEP were 1000 rev/min and 6.8 bar. Each column is color-coded from red (the 






























































































































































 0.5 46.1 32.1 1.96 4.60 1.12 2.71 
3 46.1 33.8 1.76 4.57 1.15 2.67 
1
.2
 0.5 46.1 32.3 1.71 4.53 1.15 2.61 




Table 8. The operating conditions tested and parameters measured with all ignition systems except 
corona. The engine speed and IMEP were 1000 rev/min and 6.8 bar. Each column is color-coded 













































































































































3 -18.75 19.77 15.21 0.27 227.3 1.68 11.15 23.48 
23 -46.5 40.99 29.87 0.56 217.4 3.85 2.00 22.73 
1
.6
 2 -33 33.13 26.6 1.09 201.9 3.93 3.27 2.27 








3 -19.5 20.15 15.44 0.32 224.6 1.63 10.93 23.45 
23 -45 40.99 31.07 0.51 215.4 3.32 2.55 22.38 
1
.6
 2 -35.25 34.56 26.6 0.88 201.1 3.59 4.41 2.26 






4 -19.5 20.42 15.59 0.32 226.8 1.41 8.54 17.45 
23 -43.5 39.88 28.74 0.5 217 3.47 2.04 20.53 
1
.6
 2 -36 35.58 27.27 1.14 201 3.73 2.49 2.08 
10 -54 52.94 36.61 2.44 203.6 6.85 1.35 4.00 
 
The camera integration time was chosen to provide the best signal-to-noise ratio for each 
operating condition; these times ranged from 10 to 20 s, much shorter than the frame period of 
920 s. The cameras did not offer the capability of changing the integration time during the 
engine cycle, so the chosen integration time was necessarily a compromise between sensitivity 
during the very early flame development and ability to image late in the cycle before being 
overwhelmed by saturation. Because saturation occurred in later images (beginning around 
MFB00.5), it was not possible to correct for different exposure times by simple multiplication of 
the counts in each pixel; all that is known about the saturated pixels is that the number of counts 
generated is greater than or equal to the maximum possible for the camera, so multiplying them 
to below-saturation levels would be misleading. 
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Table 9. Engine operating conditions and parameters measured. Engine speed was 1000 rev/min; 







































































































65 mJ 1.0 3 -18.75 -2.51 16.5 15.2 0.3 
1.6 10 -52.50 -6.11 47.1 34.1 3.0 
Corona 
1.0 3 -13.35 -2.01 11.7 15.0 0.4 
1.6 10 -35.10 -7.85 27.7 30.7 1.9 
 
 
Figure 27. An illustration of the crank angles at which images were recorded. Images from each 
subset were recorded in a single measurement. Successive subsets were recorded in successive 
measurements moments later [72]. In courtesy of Dr. Michael C. Gross. 
3.7 Image Processing Algorithms 
Image processing is required to detect the location of the flame boundaries accurately, and 
to eliminate background noise and other interfering signals from in-cylinder reflections. Several 
image processing strategies are described in this chapter. 
3.7.1 Otsu’s Method 
Otsu‘s method identifies an intensity threshold in a grayscale image that accurately 
separates the foreground and the background of an image [74]. A grayscale image is an array of 
discrete values from 0 to     , where n is the number of bits and the value is the pixel 
intensity. Each pixel intensity is sorted into an intensity histogram that represents the image. In 
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an image, with a distinct foreground and background of relatively equal size, the histogram 
creates two distinct peaks at a low and high intensity. The image is then split into two classes 
which represent the foreground and background. The inter-class variance is measured, and where 
that value is maximized is the appropriate intensity threshold for the image. The benefit of this 
method is that it creates a global threshold that is unique to each image. Global thresholds tend to 
be more robust against local noise than a locally calculated threshold. Two sample image flame 
images are shown in Figure 28, and their histograms are shown in Figure 29 and Figure 30. 
 
Figure 28. Sample raw images used to create histograms in Section 3.7.1. 
 
Figure 29. Shown are three histograms associated with the raw image of the small flame (left) in 
Figure 28. Top: The intensity histogram used in the original Otsu‘s method. Note that there is no 
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high intensity peak for Otsu‘s method to identify. Left: 2-D histogram where axis are the local 
mean of each pixel, the pixel intensity and the number of pixels that fall at each x-y coordinate. 
Right: Enlarged view of the high intensity peak that is identified with Otsu‘s 2-D method which 
could not be identified with the original Otsu‘s method. In courtesy of Margaret Poppe. 
 
Figure 30. Shown are the results of the histogram of the large flame image (right) in Figure 28. 
Unlike the smaller flame image histograms shown in Figure 12, the high intensity peak is more 
defined in both the original histogram and the 2-D histogram. However, the high intensity peak 
decreases in size in the 2-D histogram because noise that was sorted into the 1-D intensity 
histogram is moved away from the true intensity peak. In courtesy of Margaret Poppe. 
Implementation of Otsu‘s method in flame thresholding application is not sufficient 
without user input. Otsu‘s method requires two distinct peaks to identify a threshold that 
maximizes the inter-class variance. There are three key features of our images that prevent the 
formation of two distinct peaks. First, the noise in our images raises the center region of the 
histogram, which relatively decreases the two peaks. Second, the small size of the flame 
compared to the background decreases the size of the high intensity peak. Finally, the gradient of 
intensity in the flame distributes the high intensity peak over a wider region, which further 
decreases the size of the high intensity peak. To overcome this lack of two distinct peaks, the 
user defines multiple thresholds for the image, then selects the threshold that most accurately sets 
the intensity threshold. So, instead of two classes, there are three, four, or five classes depending 
on the image being thresholded.  
While his method generates a threshold between the background and foreground 
intensity, it is subjective. The subjectivity of the images yields more subjective results and 
significantly increases the time needed to process the images. Therefore, the following 
algorithms have been surveyed or developed to study flame images. 
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3.7.2 Two-Dimensional Otsu’s Method 
Two-dimensional Otsu‘s method combines a measure of pixel intensity as well as the 
features of the surrounding pixels [75]. By combining both types thresholding methods, it is 
easier for a computer to set an accurate threshold with a noisy image. 
Two-dimensional Otsu‘s method uses the pixel intensity histogram that Otsu‘s method 
uses on one of the two axis. The second axis of the histogram is the local mean at each pixel. To 
create this histogram, the mean of an     region surrounding a pixel is stored at that pixel 
location. Then, the local means of each pixel are sorted into a histogram with the same number 
of bins as the intensity histogram. At this point, each pixel is associated with a bin in the 
intensity histogram and the local mean histogram and they are combined into a two-dimensional 
histogram. In the two-dimensional histogram, the x-axis is the pixel intensity, the y-axis is the 
local mean of the pixel and the z-axis is the number of pixels located at each x-y coordinate. 
Figure 31 shows the process by which pixel in the bottom right is sorted into its location in the 2-
D histogram. After creating the two-dimensional histogram, the histogram is sorted into 4 classes 
with a threshold on each axis. The classes are measured for variance and the maximum inter-
class variance for both axis determined the threshold. Then, the threshold on the intensity axis is 
applied to the image to produce a thresholded image. 
 
Figure 31. 2-D Otsu‘s method sorts pixels based on an x-y coordinate where x is the bin from the 
intensity histogram and y is the bin from local mean histogram. This example shows how the 
sample pixel in the bottom right of the raw images is sorted into the intensity histogram, the local 
mean histogram and then it‘s location in the final 2-D histogram for the sample image. In a larger 
image, two distinct peaks begin to form at the (high intensity, high local mean) and the (low 
intensity, low local mean). In courtesy of Margaret Poppe. 
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Flame image tests showed significant improvement with 2-D Otsu‘s method over 1-D 
Otsu‘s method, especially with the small flame kernels. When the signal to noise ratio is low, 1-
D Otsu‘s method picks up a large portion of the noise as the foreground, whereas 2-D Otsu‘s 
method can avoid majority of the noise. 
 
Figure 32. Comparison of binarization performance of standard 1-D and 2-D Otsu algorithms on a 
very early (9.5 CAD after ignition) flame kernel under lean (λ=2) and 10% EGR-diluted, 1000 
RPM, 6.8 bar IMEP conditions. 2-D Otsu's method performs significantly better for this image 
with low signal-to-noise ratio. 
In order to improve the thresholding quality in flame imaging applications further, three 
different algorithms are developed and tested based on 2-D Otsu‘s method. 
3.7.2.1 Quartering Method 
The background intensity distribution produced from 2D Otsu thresholding is often 
asymmetrical with a positive skew, as shown in Figure 33. The degree of this skew varies 
significantly with crank angle. One consequence of this varying skew is changes in the shape of 
the histogram curve between its highest peak and 2D Otsu‘s intensity threshold. Triangular 
thresholding techniques, and other binarization methods that use some characteristics of this 
portion of the histogram, such as the point of minimum curvature, will often result in binary 




Figure 33. 2D Otsu‘s Method results in characteristically different background intensity 
distributions for varying flame kernel sizes. As flame kernel size increases from a to c, the positive 
skew within the background becomes more extreme. This progression presents difficulties 
developing automatable thresholding techniques. In courtesy of Caleb Sherwood. 
The Quartering Method is based upon two assumptions about the background intensity 
distribution that is created from 2D Otsu thresholding. The first assumption made is that the 
background intensity distribution produced from 2D Otsu thresholding will be approximately 
unimodal. This unimodal distribution may be either positively skewed or asymmetrical. The 
second assumption made is that the intensity itrue, which represents both the highest intensity of 
the true background distribution, and the proper intensity threshold for separating a grayscale 
image into its true foreground and true background, occurs at some intensity i between the 
beginning of the upper tail of the background intensity histogram and i2D-Otsu, where  i2D-Otsu 
represents the intensity threshold set by 2D Otsu‘s method. The overall goal of the Quartering 
Method is to outline the shape of the asymmetrical portion of the background intensity histogram 
(if such a portion is present) with a continuous curve, calculate the first derivatives of this curve 
with respect to intensity, and place itrue at the lowest intensity at which these first derivatives 
become constant and negligibly small in magnitude. 
In Quartering Method, after performing 2D Otsu‘s thresholding, a histogram is produced 
for the intensity distribution of the resulting background. A smoothed, continuous curve, y(i), is 
produced to outline the shape of the histogram, where y(i) is the pixel count corresponding to 
intensity i. Another curve, T(i), is then produced to outline the asymmetrical portion of the 
background intensity histogram, beginning at i = imin + 2ipeak, where imin is lowest intensity in the 
background distribution, and imax represents the intensity at the maximum value of y(i) (which is 
assumed to be at the peak of the background distribution). Distributions of the magnitudes of the 
first and second derivatives of T(i) with respect to intensity i are produced, along with the 
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median and third quarter of the first derivative magnitude distribution, (|T’(i)|)median 
and  (|T’(i)|)thirdQuarter. 
The intensity domain of T(i) is then broken into four equal portions, notated (Q1... Q4), 
and the median first and second derivative magnitudes of each of these portions are calculated. 
Intensities i1 … i4 are used to describe the intensities at the end of each quarter. The first of these 
quarters with a median first derivative magnitude that is lower than the average of  (|T’(i)|)median 
and  (|T’(i)|)thirdQuarter is selected, and notated as Qm. An intensity im, corresponding to the 
maximum value of T’’(i) within Qm, is found and the intensity threshold is then adjusted such 
that it is equal to (im + (im - im-1)). The grayscale image is then binarized using this new, single 
threshold for intensity. A sample image background intensity distribution with key quartering 
method parameters are shown in Figure 34. 
 
Figure 34. A background intensity distribution created from 2D Otsu‘s thresholding. The 
Quartering Method breaks the upper tail of the background intensity distribution, defined by curve 
T(i), into segments, which are notated as Q1… Q4. It then compares the first and second 
derivative characteristics within each segment to the derivative characteristics of the entirety of 
T(i). This process helps to include portions of the true foreground that are often cut off by 2D 
Otsu‘s method. In courtesy of Caleb Sherwood. 
In larger flame kernels, this thresholding method provides a robust way of placing low-
intensity regions of the true foreground, that 2D Otsu‘s method often places in the background, 
into the foreground of binary images. However, in images with extremely skewed background 
intensity distributions, the Quartering Method will place portions of the true background within 
the foreground. This makes the quartering method susceptible to reflections and other sources of 
corruption which greatly alter the background intensity distributions. 
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3.7.2.2 Ordinary Differential Equation Solution Fit Method 
As an effort to address the issues of consistency within the quartering method, ordinary 
differential equation (ODE) solution fit method is proposed. Similar to the Quartering Method, 
the ODE Fit Method uses a continuous curve to outline the shape of the background intensity 
distribution, and estimate where the curve becomes approximately constant with respect to 
intensity. However, whereas the Quartering method works by breaking the intensity range of the 
background distribution into segments, and analyzing derivative characteristics within each 
segment, the ODE Fit Method fits the solution to a first order differential equation to the upper 
tail of the background intensity histogram.  
After performing 2D Otsu‘s thresholding, a histogram is produced for the intensity distribution 
of the resulting background. A continuous curve, y(i), is produced to outline the shape of the 
histogram, where y(i) is the pixel count corresponding to intensity i. The intensity at which y(i) is 
maximal is notated imax, y, and the intensity value representing the third quarter of the background 
intensity distribution is notated ithirdQuarter. A second curve, T(i), is then created to describe the 
asymmetrical portion of the background intensity distribution, with T0(i) occuring at 
                    
 
. Numerical first derivatives of T(i) with respect to intensity are calculated, 
and these values are used  to produce a first order differential equation (ODE) of the form 
  
  
    ( )   , where A and B are constants. The solution to this differential equation is 
notated Test(i). To approximate where T(i) becomes constant with respect to intensity, the first 
derivative of Test(i) at i0, Test’(i0), is used to produce a parameter τ that describes the exponential 
change in Test(i) with respect to intensity. The value of τ - i0 functions in a way similar to a time 
constant of a linear time-invarient system. (τ - i0) represents the change in intensity required to 
decrease Test(i0) to a value of zero at a rate of Test’(i0). The exponential behavior of Test(i) results 
in an actual decrease to 
 
 
Test(io) over this change in intensity values. Hence, τ is identified as the 
intensity at which Test(i) is equal to 36.8% of Test(i0). At an intensity value of i0 + 4(i - i0), first 
derivatives of Test(i) are assumed to become negligible, and the intensity threshold ithreshold is then 
adjusted such that it is equal to i0 + 4(i - i0). A sample image background intensity distribution 




Figure 35. The ODE fit method uses a first order differential equation to characterize the shape of 
the upper tail of the background intensity distribution. Test(i) is the solution to this first order 
differential equation. In courtesy of Caleb Sherwood. 
The ODE fit method produces more consistent results than quartering method. However, 
in cases of significant reflections or other sources of corruption, the tail of the background 
intensity distribution can often not be reasonably described with a first order differential 
equation, and the application of this thresholding technique may not produce reasonable results.  
3.7.2.3 Gradient Thresholding Method 
In order to address the cases where the image intensity distribution cannot be accurately 
estimated with a first order ODE, gradient thresholding method is developed. In this method, the 
grayscale image is smoothed through use of a moving average, and a three dimensional 
projection of the image is produced by making the moving average intensity of the grayscale 
image a function of pixel indices, notated F(x,y), with origin (0,0) located at the the top left 
corner of the image. The x and y components of the two-dimensional numerical gradient,       
and      , respectively, are used to calculate the magnitude of the numerical gradient of F(x,y) 
at each pixel. The values of these numerical gradient magnitudes are notated as G(x,y).  
The surface-normal vectors of G(x,y), along with an angle α, the angle that the normal 
vector of G(x,y) makes with the positive z axis, are calculated at each pixel location. A 
distribution of all α angle values (one for each pixel in image) is produced, and the α angle value 
corresponding to the maximum inter-class variance is calculated using standard Otsu‘s method. 
This threshold calculated from this 1D Otsu‘s step is notated αthreshold. The image is binarized 
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using this angle threshold, rather than an intensity value. Pixels with an angle greater than 
αthreshold are given a binary value of 1, and all other pixels are given a binary value of 0.   
 
Figure 36. There are often shapeless, high-intensity regions within the grayscale image, resulting 
from reflections or improper exposures that do not belong to the flame kernel. The difference 
between values of G(x,y) at these pixel locations, and the values of G(x,y) at the edges of the 
flame kernel, are proportionally larger than the difference in values of F(x,y) at these two 
respective locations.  Thus, analyzing G(x,y) during the thresholding process, rather than F(x,y), 
makes it easier to exclude these regions from the foreground. In courtesy of Caleb Sherwood. 
Creating a binary image using threshold will typically create an image that ensures that 
the entirety of the flame kernel is included within the foreground. However, the flame kernel 
boundaries of the binary image can be rounded and imprecise. To more accurately define the 
flame kernel boundaries, one more intensity distribution is analyzed, consisting of all pixel 
intensity values that have an α value greater than αthreshold, but intensity and moving average 
intensity values that are not both greater than their respective thresholds from the initial 2D Otsu 
iteration, ithreshold and (ī)threshold. Standard Otsu‘s method is performed on this intensity 
distribution, and the resulting intensity of maximum inter-class variance is defined as the new 
threshold for the grayscale image, iadjustedThreshold. If the value of iadjustedThreshold is lower than that of 
the original threshold set by 2D Otsu‘s method, ithreshold, the grayscale image is binarized again, 
this time using iadjustedThreshold.  
The main advantage of the gradient method is that it is capable of excluding reflections 
that are near the same intensities as the true flame kernel boundaries. This results in it being the 
most dependable of the explored thresholding techniques in terms of including low-intensity 
regions of larger flame kernels within the foreground. Although automatable, it is more 
computationally expensive to process images than the Quartile or ODE Fit methods. 
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Gradient thresholding method with two sample flame images with the intermediate αthreshold step 
is shown in Figure 37. 
 
Figure 37. General process of the gradient thresholding technique is summarized here. Two binary 
images are created, the first using αthreshold on the distribution of angle α values, and the final 
binarized image being produced from an analysis of pixels that are included within the foreground 
of the angle α binary image, but that were placed in the background by the initial 2D Otsu 
intensity thresholding. 
3.7.3 Noise Removal 
Thresholding algorithms discussed in Sections 3.7.1 and 3.7.2 remove majority of the 
noise and can detect the flame in the foreground. However, especially with the low signal-to-
noise ratio images, which are typically early flame kernels under lean and diluted engine 
conditions, some portion of the noise remains in the binarized image. In order to clear up that 
remaining noise, connected binarized pixels in the image are defined as objects, and objects that 
are smaller than a pre-determined size are regarded as noise and erased. Figure 38 demonstrates 
this noise removal algorithm, and a sample noise removal from a binarized flame image is shown 




Figure 38.Demonstration of noise removal algorithm. Binarization algorithm does not remove all 
the noise. In this example, object sizes below 5 pixels are detected as noise and automatically 
removed. In courtesy of Caleb Sherwood. 
 
Figure 39. Sample noise removal post-processing on a binarized image. In courtesy of Caleb 
Sherwood. 
3.7.4 Assessment of Methods 
A list of processed images by each thresholding method discussed in Section 3.7 is 
shown in Figure 12. Images from three different igniters (65 mJ, 140 mJ, corona) are shown to 
illustrate the applicability range of these techniques. For each case, gradient method has yielded 
the best results, as it captured sharply captured the edges of the flame even at the lowest signal 
locations. 
Additionally, a summary of the advantages and the disadvantages of each technique is 




Figure 40. Image processing results for all the algorithms discussed for three sample images of 
flame kernels ignited by a 65 mJ, a 140 mJ, and a corona igniter under λ=1.6, 10% EGR, 1000 











1D Otsu Computationally quick and simple. 
Cannot handle small images with 
foregrounds and low signal-to-noise 
ratio well. 
Requires user input to define the 




Capable of distinguishing foregrounds 
when its size is significantly smaller 
than the size of the background. 
Can distinguish the foreground in 
images corrupted by noise. 
Cannot handle images with low 
signal-to-noise ratio. 
When the flame kernels are larger 
and there is variation of intensity 
within the flame kernel itself, 
maximizing interclass variance 
erroneously assigns lower-intensity 
regions of the flame kernel as part 
of the background.  
46.1 
Quartile 
Provides robust way of including low-
intensity regions of the flame kernel 
within the foreground.  
Accounts for asymmetry and 
abnormalities in intensity 
distributions, which may occur on an 
individual-image basis. 
Lower precision than the other 
thresholding methods. 
Sometimes picks up regions of 
reflections/background that have 
intensities that are close to or higher 






Includes low-intensity regions of the 
flame kernel within the foreground. 
More precise than the quartile method, 
and yields more consistent results. 
Does not account for individual 
images with particularly strong 
reflections in the background. In 
such cases, the background intensity 
distribution may not be accurately 





Capable of removing reflections with 
varying intensity that are difficult to 
account for with the other methods. 
Analyzes a larger number of 
characteristics of the background and 
foreground than other methods, which 
allows it to more effectively 
distinguish the highest intensities of 
the true background from the lowest 
intensities of the flame kernel. 
Computationally expensive. 179.8 
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3.8 Image Analysis 
The view of the top of the flame was more obstructed by the head in Camera 2‘s images, 
making computing metrics from these images more challenging. These computations are still 
being developed, so only images and metrics from Camera 1 are reported here. 
The image-processing procedure, illustrated in Figure 41, was carried out with a 
combination of LaVision DaVis and MathWorks MATLAB. Although the cameras have 
monochrome sensors, false color was applied in many images presented here to aid the reader‘s 
eye. The first image in Figure 41 is the raw image recorded by Camera 1 at 1000 r/min, 6.8 bar 
IMEP,  = 1.0, and 3% EGR. A background image (not shown), recorded immediately before 
ignition (as indicated in Figure 27), was subtracted, reducing noise and yielding the second 
image. A median filter with a 3x3-pixel window was applied to smooth the image without 
compromising the edges as much as a Gaussian filter, yielding the third image. Even with the 
piston painted matte black, reflections from the piston were still visible in some cases. To reduce 
these reflections, Otsu‘s method of thresholding [74] was applied. Values below the threshold 
were set to 0; those above were set to 1, resulting in the fourth image. The median-filtered image 




Figure 41. Images from Camera 1 illustrating the image-processing procedure [72]. 
The collection of all the images recorded at a given crank angle during each 100-cycle 
measurement is called a ―subset‖ in this document. Each subset of thresholded images was 
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averaged, creating a mean image for each crank angle. The standard deviation of all the binarized 
images in select subsets was computed. The binarized image was chosen as the source of this 
calculation in order to avoid complications due to saturation. Using the binarized images also 
yielded standard-deviation images that were automatically normalized to a fixed scale: 0-0.5. A 
number of quantitative metrics were computed from the single and mean images, as described 
below. 
The total integrated image signal, S, was defined as the sum of the counts in all pixels of 
a thresholded image. S, being essentially the total brightness of the flame in the 1.0- to 1.7- μm 
band, should be strongly dependent on the temperature and concentration of water in the flame. 
It is therefore expected that S should be correlated with the timing of major combustion 
landmarks. 
The location of the flame centroid (center of mass) of each single image and each mean 
image was computed by weighting each pixel according to its brightness. The centroid is one 
way to quantify a flame‘s location. A ―centroid cloud‖ was created for select subsets by marking 
the centroid of each image with a circle color-coded by the peak pressure, Pmax, of that cycle. A 
centroid cloud illustrates the distribution of flame locations for each operating condition and 
shows where the flames producing the lowest and highest peak pressure were located.  Centroid 
displacement was defined as the distance (in pixels) of the centroid of a given image from the 
centroid of the mean image. The effective radius (in pixels) of each flame was calculated as the 
radius of a circle having the same area as the flame. The normalized centroid displacement, , 
was calculated by dividing the centroid displacement of an image by the effective radius of the 
flame in that image.  quantifies how far away a given cycle‘s flame is from the flame‘s average 
position for that operating condition. 
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The area moment of inertia (also called the second moment of area), I, was computed by 
the formula shown above for an MxN-pixel image, where cm,n is the pixel intensity at m
th
 row and 
n
th
 column and (xc, yc) is the centroid location. I is a measure of how much ―mass‖ (number of 
pixels weighted by signal strength) a flame image has and how far that mass is from the centroid.  
     √  ⁄  
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Because very different shapes can have the same area and the same moment of inertia, 
the radius of gyration, rgyr, was computed by the above formula from the area moment of inertia 
and the total projected area of the flame, A, in order to quantify the differences in flame shape. 
The radius of gyration is the radius of a point mass with the same I as the flame in the image; it is 
equal to the root-mean-square distance of each pixel (weighted by its brightness) from the 
centroid. For objects in general, rgyr is a measure of how compact or extended the object is. A 
circle will have a small radius of gyration, while a rectangle of the same area with an aspect ratio 
of, e.g., 10:1 will have a larger rgyr. A flame whose image has a larger radius of gyration would 
be expected to have a higher ratio of area to volume, in other words to be more stretched or 
wrinkled, and to burn more quickly. Different radii of gyration are illustrated in sample binarized 





Figure 42. Binarized flame images illustrating different radii of gyration. For flames with the same 
size (top and middle), flames that are more spatially dispersed (middle) have higher rgyr values. 
When both flames are similarly shaped (top and bottom), larger flames (bottom) have higher 
values of rgyr. The units of area and rgyr are pixels . 
Each borescope contains a fish-eye lens at its tip, which provides the widest possible FoV 
but also distorts the images. As a result, calibrating the spatial dimensions, so that distances (e.g., 
) can be reported in mm rather than in pixels, is not as straightforward as applying a linear 
pixel-to-mm scaling. Instead, three-dimensional dewarping must be performed. That processing 
has not yet been undertaken, and all distances were calculated in pixels. It is expected that proper 
dewarping, once performed, will only strengthen the relationship between the image-derived and 
pressure-derived metrics described in the Results sections, so the conclusions drawn in that 
section remain valid even without calibration. 
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In order to investigate whether the IR images of the early flame kernel agreed with and 
predicted measurements based on the in-cylinder pressure, the Pearson correlation coefficient, R, 
was calculated for several combinations of an image-based metric (e.g. rgyr, ) computed at an 
early crank angle and a later metric (e.g., MFB10 or Pmax) computed from in-cylinder pressure 
measurements in Cylinder 6 (and thus specific to that cylinder). It was not reasonable to compare 
the image-based metrics for different operating points at the same crank angle, since the flame 
development at any one crank angle would be very dissimilar between the points. Likewise, 
using a fixed crank-angle delay relative to the spark timing would not work for all conditions. 
For this document, the mean MFB00.5 in Cylinder 6 for a given operating condition, labeled 
mean(MFB00.5) here, was chosen as the time at which the image-based measurements would be 
computed for the Pearson calculation. This timing provided a more consistent level of flame 
development and ensured sufficient delay between the image- and pressure-based measurements 
for the results to be of interest. The symbol R(x, y) is used in this document to represent the 
correlation between image metric x, measured at mean(MFB00.5), and pressure metric y. 
In order to compare images at multiple crank angles for different operating conditions, it was 
necessary to determine ―normalized crank angles‖ at which flame development was comparable 
across conditions. Six crank angles evenly spaced between spark timing and mean(MFB00.5) 
were computed for each condition, and these crank angles were labeled x/5 where x indicated the 
fraction of angle between spark and mean(MFB00.5), as shown in Figure 43. 
 
Figure 43. The normalized crank angles, x/5, at which images from different conditions were 
compared. In courtesy of Dr. Michael C. Gross [72]. 
 
3.9 Comparative UV-IR Imaging of Ignition Experiments 
Near-IR imaging (1000-1700 nm) enabled us to track the water emission to identify the 
burned-gas region inside the low-light engine cylinder. With this technique, the early flame 
kernels in an engine environment were identified and studied. However, by choosing IR imaging 
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to study flames more rigorously, the ability to detect spark plasmas and corona streamers are 
compromised, because the majority of the signal from these plasmas are in the UV and visible 
bands. The plasma-to-kernel transition is critical to understand the entire ignition process. OH* 
radical is a tracer of the flame front, so it is of particular interest.  
In order to address this issue, a benchtop experimental setup was built to measure the 
chemiluminescence from hydroxyl radicals (OH*) in the plasma and the flame kernel (Figure 
44). OH* is a tracer of the flame front, and it emits strongly across 280-340 nm, with the 
strongest emissions near 310 nm [76]. A LaVision HS-IRO image intensifier and a 260-380 nm 
band-pass filter were used to enable high-speed VisionResearch Phantom v7.3 CMOS visible 
band-camera to detect this OH* emission at 12 kHz rate and 29.24 μs exposure time.  
Since all the data collected in the engine experiments were from the IR band, it was important to 
be able to interpret the correspondence between that IR signal to its UV counterpart. In order to 
achieve that, a Xenics Cheetah-640-CL camera with 1000 nm long-pass filter, the same camera 
and filter used in the engine experiments to detect strong H2O signals within 1.0-1.7 m band 
(Section 3.4), were set to image the ignition event in the synchronously with the Phantom 
camera. Even though synchronized, Cheetah camera could not run at 12 kHz rate as the Phantom 
camera, so it was set to run at 1 kHz rate with the help of a skip-fire box as the Cheetah camera 
captured images at every twelfth Phantom camera image. Exposure time of the Cheetah camera 




Figure 44. Experimental setup for the atmospheric UV-IR imaging experiments. 
These experiments were conducted under atmospheric conditions. A Hencken burner is 
used in order to provide adequate control over mixture conditions. As it can be seen in Figure 45, 
Hencken burner has a fine honeycomb structure through which methane and air were delivered 





Figure 45. Hencken burner and the schematic of its array cell structure [77] are shown. In courtesy 
of Ivan Tibavinsky.  
A BorgWarner EcoFlash corona igniter was placed above the Hencken burner to ignite 
the methane-air mixture with corona streamers. Views of this igniter from both cameras are 
shown in Figure 46. The ignition voltage and duration were set to be 50 V and 350 μs (single 
burst) respectively. The voltage output from the controller box of this igniter was measured as in 
Figure 47, which shows the actual discharge duration to be ~380 μs. The actual voltage that 
creates the corona discharge is also significantly higher than this measured control-box output 
voltage, because this voltage goes into the igniter in which it gets amplified.  
 




Figure 47. Measured voltage output from the corona ignition system's controller box. 
  
68 
CHAPTER 4 RESULTS AND DISCUSSION 
4.1 Pressure-Derived Results and Emissions 
Quantitative results are tabulated in Table 7 and Table 8. Ignition delay is defined as the 
mean (for all 100 cycles) difference (in CAD) between spark timing and MFB10. Combustion 
duration is defined as the mean difference between the MFB10 and MFB90. BSFC is the brake 
specific fuel consumption. BS HC is the brake specific mass of unburned hydrocarbons 
measured in the exhaust before the catalytic converter. Likewise, BS NOx is the brake specific 
mass of oxides of nitrogen measured in the exhaust before the catalytic converter.   
Table 7 shows the effects of the CEI dwell and glow times on these parameters. Each 
column is color-coded from red for the lowest value to blue for the highest. The two durations 
had similar impacts. The mean ignition delay and BSFC were essentially unchanged across the 
conditions tested. CoV(IMEP), BS HC and brake specific carbon monoxide emission (BS CO) 
favored longer durations, while combustion duration and BS NOx favored shorter durations. 
Table 8 shows the comparison of the igniters over a range of operating conditions and is color-
coded in the same manner as Table 7. For all of the igniters, lean mixtures yielded reduced 
BSFC, BS NOx, and BS CO as well as increased ignition delay, combustion duration, and BS 
HC. Similarly, EGR-diluted mixtures resulted in lower BS NOx and BSFC as well as higher 
ignition delay, combustion duration, and BS HC. Unlike lean operation, EGR caused a mild 
increase in CO emission. When excess air and EGR were introduced together, CoV(IMEP) 
levels increased significantly. Comparing the igniters reveals that CEI reduced BS NOx 
compared to 65-mJ and 140-mJ igniters, with the exception that the 65-mJ igniter performed the 
best under EGR-diluted conditions. CEI also reduced BS CO compared to the 65-mJ and 140-mJ 
igniters, with the exception that the 140-mJ system performed better at the λ = 1.6 and 10% EGR 
point. All three igniters had very similar ignition delay and combustion duration characteristics. 
The 140-mJ system outperformed 65 mJ system and CEI in terms of CoV(IMEP) under all lean-
and-diluted conditions, and also in terms of BS HC in all common conditions except the 
stoichiometric undiluted case, in which CEI performed marginally better. 
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To more clearly illustrate trends in the data, selected results from Table 8 corresponding 
to two operating conditions, λ = 1.0 with minimal EGR and λ = 1.6 with 10% EGR, are plotted 
in Figure 48 and Figure 49. These conditions were selected because they were the most extreme 
conditions (the easiest and most difficult to ignite). As discussed above, the minimum EGR rate 
(the rate measured with the EGR valve closed) was nonzero; for all three igniters, it was 3-4% 
for the stoichiometric points and 2% for the lean points. Figure 48 is a plot of CoV(IMEP) for 
each igniter for each of these two operating conditions. All three igniters produced comparable 
CCV for the stoichiometric, minimally diluted condition. All the igniters yielded higher CCV in 
the lean, dilute condition, but the 140-mJ IDI system performed significantly better than the 
others. Figure 49 shows the brake specific quantities of three types of emissions (hydrocarbons, 
oxides of nitrogen, and carbon monoxide). The two operating points are plotted on separate axes 
to enhance clarity. For the stoichiometric, minimally diluted condition CEI yielded the lowest 
quantity of all three pollutants. For the lean, dilute condition, the 140-mJ system produced the 
lowest BS HC and BS CO, but the 65-mJ system produced the lowest BS NOx. 
 




Figure 49.  Brake-specific emissions for each igniter at two operating points. Top: stoichiometric 
air/fuel mixture with minimum EGR (3-4%). Bottom: lean mixture with 10% EGR [71]. 
 
Figure 50. CoV(IMEP) plotted against EGR rate for each igniter [71]. 
The results in this chapter exhibit that variations in mixture compositions and igniter 
selection has a direct impact on the emissions and CCV of in-cylinder pressures. Understanding 
the cause of this CCV requires direct imaging of the flame. Therefore, rest of the dissertation 
focuses on the image-based results to explain flame kernel behavior. 
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4.2 Image-Derived Results 
4.2.1 Effect of the Mixture Composition on Ignition and Combustion 
Figure 51 presents the mean images (computed over 100 cycles) at five normalized crank 
angles (1/5 through 5/5) for all four operating conditions with 140-mJ igniter. The conditions are 
shown in the order of increasing IMEP variability—see Table 8—from left to right. As expected, 
mean images of all four cases at 5/5 look similar in terms of flame size and intensity distribution, 
because they all correspond to the same combustion phase (MFB00.5). However, the discrepancy 
in flame-kernel size between operating conditions becomes increasingly apparent for 
increasingly early normalized crank angles. Especially at 1/5, the kernel size is clearly largest for 
the stoichiometric and minimally diluted case, whereas it is the smallest for the lean and diluted 
case. This result indicates that the initial laminar flame-kernel growth regime is extended, and 
thus flame wrinkling is delayed, with excess air and dilution. Another observation from Figure 
51 is that the flame location and orientation differ substantially from case to case across any 
given x/5. The primary reason is the discrepancy in spark timing (Table 8). Since the optimized 
spark timing is different for each case, the flow (tumble and swirl) and pressure conditions 
during spark and early kernel growth are also different, which result in differences in flame-
growth patterns.  
The standard deviation of the binarized images computed at the same normalized crank 
angles are presented in Figure 52. These images visualize the variation in location of the flame 
boundaries over 100 cycles. For all four cases, the curved red band indicating flame-boundary 
variability widens as the combustion phase progresses from 1/5 to 5/5. Comparison of different 
operating points across the same x/5 reveals that EGR dilution and lean operation, either 
individually or combined, widen the band of flame-boundary variability. This observed image 
variability is consistent with the CoV(IMEP) results tabulated in Table 8, as the cases with 





Figure 51. Mean images of flame locations from Camera 1 for five crank angles for four operating 
conditions with 140-mJ igniter, all at an engine speed of 1000 rev/min and an IMEP of 6.8 bar 
[72].  
Centroid clouds computed at the same crank angles for all four conditions are shown in 
Figure 53. Comparing the first column to the second and the third column to the fourth shows 
that, until about 3/5, the cases with the minimum achievable EGR have smaller clouds than those 
with 10-23% EGR. Similarly, comparing the first column to the third shows that, until 3/5, the 
stoichiometric case produces a smaller cloud than the lean case. This result indicates that both 
higher EGR rates and leaner air/fuel ratios are associated with less consistent flame location, 
which agrees with the well documented observation that increasing the EGR rate or  increases 
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CCV. It has been established [78, 79] that the combustion physics occurring between spark 
timing and ~MFB01 is the principal source of CCV. Schiffmann et al. [17] studied the 
relationship between the early kernel growth and CCV using a number of optical diagnostics 
applied to an optically accessible engine. This work attempts to investigate the same period in a 
modified production engine via the more limited optical access provided by borescopes and 
using IR imaging to maximize signal and locate the flame. One approach to reliably ignite leaner 
and more EGR-dilute mixtures is to employ an advanced ignition system, which is the goal of 
the project of which this work is part. The results of the impact of igniter choice on the 
combustion of lean/dilute natural-gas mixtures resulting from the project are described in 
Chapter 4.2.2. 
Examining Figure 53 again reveals another pattern, which appears by mean(MFB00.5), the 
bottom row of the figure, for each operating point. For each condition, centroids positioned 
lower in the plot (farther from the head) very early in the cycle lead to higher peak pressures. 
This result makes intuitive sense; flames centered farther from the head have more room to grow 
without being quenched, leading to better combustion. This relationship, though well known, is 





Figure 52. Standard deviation of the binarized images from Camera 1 for five crank angles for 
four operating conditions with 140-mJ igniter, all at an engine speed of 1000 rev/min and an IMEP 




Figure 53. Centroid clouds for five crank angles for four operating conditions with 140-mJ igniter, 
all at an engine speed of 1000 rev/min and an IMEP of 6.8 bar [72]. 
Figure 54 is a set of correlation plots, each showing the relationship between four MFBx 
values (MFB05, MFB10, MFB50, and MFB90) and the radius of gyration for 100 cycles for all four 
operating points. Recall that rgyr is a measure of the degree to which the flame is stretched or 
elongated. The plots and the Pearson correlation coefficients shown in this figure and tabulated 
in Figure 54 indicate that the very early-cycle measurement of the radius of gyration is a good 
predictor for the timing of major combustion landmarks up to MFB50, but that this predictive 
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capability is weaker for MFB90 and therefore for combustion duration (defined here to be MFB90 
- MFB10). Note that the correlation coefficients are negative; meaning a flame whose two-
dimensional projection exhibits a smaller rgyr is correlated with later values for MFB05, MFB10, 
MFB50, and MFB90. This result is consistent with expectations; a flame whose image has a 
smaller radius of gyration would be expected to be less stretched and wrinkled and therefore to 
burn more slowly.  
Similarly, results from engine operation listed in the rightmost four columns of Table 8, 
though not plotted, show that the total integrated signal predicts the early flame development 
through MFB50 well (though not as well as rgyr does), but likewise does not correlate as strongly 
with MFB90 and combustion duration. This result is consistent with the interpretation of the 
integrated signal as closely related to the reaction rate. 
Returning to the discussion of radius of gyration, Figure 55 is a correlation plot showing 
the relationship between the peak in-cylinder pressure and the rgyr measured at mean(MFB00.5) 
and for all 100 cycles at the four operating points. The R values presented in the legend show 
that rgyr measured very early in the cycle can predict the eventual Pmax, which typically occurs 
somewhere near MFB50, for all four conditions. In other words, more extended flames burn more 





Figure 54. MFB05, MFB10, MFB50, and MFB90 correlated with rgyr measured at mean(MFB00.5) for 




Figure 55. Peak pressure correlated with radius of gyration measured at mean(MFB00.5) for 100 
cycles of operation at four operating conditions [72]. 
Figure 56 is a set of correlation plots showing the relationship between normalized 
centroid displacement and MFB10 for all 100 cycles of the same four operating conditions. Recall 
that  is a measure of how far the position of the flame at one early crank angle in any given 
cycle differs from the average centroid position over 100 cycles. The dashed line segments are 
added to aid the eye. For  values below ~0.2-0.4, where the density of data points is relatively 
high, a pattern is evident in the point distribution; the cycles with smaller displacements are more 
consistent in the time at which they reach 10% fuel burn. For  values greater than ~0.2-0.4, the 
density of points is too low for any pattern to be apparent, so no conclusion can be drawn from 
these few highly displaced cycles. This result indicates that flames that are located farther from 
the average position result in more inconsistent combustion timing. 
 Results shown in this chapter illustrate how mixture composition impacts the shape of the 
flame. CCV in flames are typically caused by in homogeneities and inconsistencies in mixture 
composition and flow conditions. Under lean and EGR-diluted mixtures, the laminar flame 
speeds are lower, so the discrepancies in thermodynamic and flow conditions near the flame 
front causes a more pronounced variation in in flame shape at further combustion phases. The 





Figure 56. MFB10 correlated with  measured at mean(MFB00.5) for 100 cycles at all four 
operating conditions [72]. 
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4.2.2 Effect of the Igniter Selection on Ignition and Combustion 
4.2.2.1 Comparison of Conventional, Conventional High-Energy, and Controlled Electronic Ignition 
Systems  
The first part of this section will focus on image-based data for the operating point with λ 
= 1.6 and 10% EGR. This condition was chosen for highlighting in this section because it was 
the most difficult-to-ignite mixture tested. The integration times for the images reported were 10 
s for the 65-mJ system, 20 s for the 140-mJ system, and 10 s for CEI. 
Figure 57 illustrates the variation between cycles of the three Bosch ignition systems 
studied for this condition. The images in each column were recorded at normalized crank angle 
3/5 during different cycles with one ignition system. The cycles used in this figure were chosen 
subjectively to exemplify the variation between cycles, and the images do not necessarily 
represent an objective comparison between systems. Additionally, as Figure 57 illustrates, IR 
borescopic images of early flame kernels are consistently visible and clear, even before MFB00.5 
(which equals θ5/5). Thus, high-speed IR imaging can provide valuable information about kernel 
development at points where data from pressure transducers are unreliable. 
Figure 58 illustrates the evolution of an average cycle with each ignition system. The 
images were recorded at 1/5, 2/5, 3/5, 4/5, and 5/5  mean(MFB00.5). Although these images 
were recorded with unequal integration times and are presented in false-color scales intended to 
optimize the view of each individual image (rather than the same color scale for all images), they 
were all thresholded individually, so the shape the flames can be compared. Both of the high-
energy systems produce larger flame kernels, compared to the standard-energy system, at 4/5 
and 5/5, as expected. Interestingly, the 140-mJ system produced smaller kernels at 1/5 and 2/5, 
which is counterintuitive. The two high-energy systems produce very similar flame sizes at 
mean(MFB00.5), but the paths the kernels take to arrive at that point are significantly different. 
The mean(MFB00.5) for this mixture was -6.11, -6.28, and -13.64 aTDC for the 65-mJ system, 
the 140-mJ system, and CEI, respectively, meaning that the CEI system consumes the first 0.5% 
of the fuel much earlier in the cycle than the other two systems. This timing manifests in Figure 
58 as the flame kernels of the 65- and 140-mJ systems being partially obscured by the piston at 




Figure 59 shows the standard deviation of the binarized images over 100 cycles to 
illustrate the cycle-to-cycle variability of the flame boundary location throughout the cycle for 
the same lean, dilute mixture. The rows were recorded at the same five crank angles as in Figure 
58. Early flame growth with 65 mJ igniter results in slightly wider bands of high variability 
(indicated by red, orange, or yellow false color) compared to the 140 mJ igniter and the CEI 
system.  This result is consistent with the higher measured CoV(IMEP) for that system, as 
tabulated in Table 8. 
 
Figure 57. Images recorded at the same normalized crank angle, 3/5, during different combustion 




Figure 58. Images showing the flame development during an average cycle for each ignition 
system. Each frame was computed by taking the mean of each pixel across all images recorded at 
given crank angle for all 100 cycles of the measurement [71]. 
 
Figure 59. The standard deviation of the binarized images of flame development with each 
ignition system. Each frame was computed by taking the standard deviation of each pixel across 





Figure 60. Centroid clouds for each ignition system for various crank angles. Each circle marks 
the location of the centroid of the flame in one cycle at that crank angle and is color-coded 
according to the Pmax of that cycle [71]. 
Figure 60 shows centroid clouds at 1/5, 2/5, 3/5, 4/5, and 5/5 for each ignition system. 
The 65-mJ system‘s clouds are larger than those of the high-energy systems for all the crank 
angles shown. The 140-mJ and CEI systems‘ clouds are approximately the same size through the 
first three frames, but in the last two frames, the CEI cloud is larger. This result is consistent with 
the CoV(IMEP) values plotted on the right half of Figure 48; both high-energy systems produce 
lower cycle-to-cycle variability than the standard-energy system, but the 140-mJ system 
produces the lowest CCV. Significantly, by the final image, all three systems‘ images display 
clear relationships between the centroid locations and the peak pressures associated with them; 
the centroids with lower peak pressure are located to the upper left (closer to the head), while 
those associated with higher peak pressure are located to the lower right (farther from the head). 
This result agrees with intuition; the flames that are centered farther from the head surface are 
expected have more room to grow before quenching at the walls and to eventually yield higher 
peak pressures. 
4.2.2.2 Comparison of Conventional and Corona Ignition Systems  
Corona ignition system is investigated under a comparative study with 65-mJ igniter. The 
results from the in-cylinder pressure transducers are tabulated in Table 9. For each mixture, the 
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ignition delay was much shorter for the corona system, but the combustion duration was more 
similar between the two systems. In short, the corona system greatly accelerates the flame‘s 
growth during the first 10% of fuel burn but doesn‘t dramatically shorten the time required to 
consume the next 80% of the fuel. For both of the igniters, the lean/dilute mixtures yielded 
increased ignition delay and combustion duration. The increase in ignition delay—a factor of 
2.85 for IDI and 2.37 for corona—was significantly lower for the corona system. By contrast, the 
increase in combustion duration—factor of 2.24 for IDI and 2.04 for corona—was very similar 
for both of the systems. This result also indicates that the corona ignition is more beneficial to 
the early phases of combustion.  The CoV(IMEP) increased by a factor of 10 for IDI but only 4.8 
for corona, indicating that the corona system ignites the mixture more repeatably. 
Figure 61 shows the early development of flames ignited by the IDI system, as seen by 
Camera 1. Each successive row was recorded 1.0 CAD after the previous one. The timing of 
each image is denoted in degrees of crank angle after spark timing (aS). On the left are 
binarized single frames recorded during the 50
th
 cycle of consecutive offset. These images are 
not from the same cycle, so they do not form a sequence of consecutive images, but they do 
illustrate the behavior of the early flames. Single-frame images are shown because they capture 
the fine structure that is blurred in the mean images. Binarized images are used because they 
better convey the extent of the flame, particular during the first 1-2 aS, when the flame is dim 
and the signal-to-noise ratio is port. On the right are binarized mean images produced by 
averaging all cycles at each crank angle. IDI system generates a single  1-mm spark plasma, 
around which a small, circular flame kernel forms. This flame kernel goes through a slow 
laminar growth phase until it reaches the size at which it begins to wrinkle. Once the flame 




Figure 61. The early development of flames conventionally ignited flames. Left: Binarized single 
frames from the 50th cycle of consecutive offsets. Right: Mean binarized images at each crank 
angle [73]. 
Figure 62 is the corona equivalent of Figure 61, as seen by Camera 1. Because the 
corona-ignited kernels grew so quickly, the offset between successive 100-cycle measurements 
was halved for measurements with this system; each row in the figure was recorded 0.5 CAD 
after the one above. The corona system ignites five kernels, one from each electrode tip. Only 
four kernels are visible in these images; the fifth kernel, located behind the igniter in images 
recorded with Camera 1, is visible in images recorded with Camera 2; those images are not 
presented here. The binarized single frames illustrates how the flame propagates along the 
streamers produced by the electrode tips and that the flame kernel exhibits significant wrinkling 
almost immediately after ignition. This wrinkling speeds the flame growth early in the cycle. The 
exact streamer paths are random, so they are different in each of the cycles shown, but the 
streamer-like shape of the flame kernels is apparent by 0.85 aS. These irregularly shaped  1-
cm-long streamers initiate flame wrinkling very quickly. Thus, the flame kernels‘ slow, laminar 
growth regime is eliminated. Having five initial flame kernels instead of one further increases the 
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flame surface area in the early stages of combustion. As can be seen in Figure 62, the five flame 
kernels have merged by 3.35 aS. The behavior is less pronounced in the mean images, such as 
those shown on the right, due to the stochastic nature of the streamer locations. However, the 
consistent creation of separate flame kernels is still visible in the mean images. 
  
Figure 62. The early development of flames corona-ignited flames. Left: Binarized single frames 
from the 50
th
 cycle of consecutive offsets. Right: Mean binarized images at each crank angle [73]. 
Figure 63 is a plot of flame area (as measured with Camera 1) for each mixture and each 
ignition system. Note that this plot only covers the early flame growth (from spark timing until 
the corresponding ensemble-averaged MFB00.5 for each case); beyond TDC, the flame fills and 
saturates the camera‘s FoV. The plot shows that the corona-ignited flame grows much more 
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rapidly than the conventionally ignited one. The growth-rate patterns are also significantly 
different between the corona-ignited flames and the conventionally-ignited flames. Corona-
generated flames demonstrate nearly linear growth immediately after the spark, due to the 
elimination of the laminar growth phase. Corona‘s advantage over IDI in minimizing ignition 
delay becomes even more pronounced in the lean and highly diluted mixtures, as can be seen in 
Figure 63.  This behavior explains the shorter ignition delay of the corona system. The data does 
not extend late enough in the cycle to assess the behavior of the flame from MFB10 to MFB90.  
 
Figure 63. Flame area as a function of crank angle for two igniters and two mixtures, as measured 
by Camera 1 [73]. 
Figure 64 shows images recorded by Camera 1 at several crank angles for both ignition 
systems at a single operating condition: engine speed = 1000 rev/min, IMEP = 6.8 bar,  = 1.0, 
and 3% EGR. Because the conventionally ignited flames grew more slowly than those ignited by 
the corona system the timing offset between measurements was 1.0 CAD for the conventional 
system and 0.5 CAD for the corona system. Additionally, because the ignition timing was 
optimized for each igniter, the images for the conventional igniter were recorded beginning at 
0.75 CAD after spark timing (°aS), while those for the corona system were recorded beginning at 
0.85 °aS. The images illustrate the differences in how the flame kernels evolve. The five 
streamers created by the corona igniter—the view of the rearmost one is obscured by the igniter 
in these images—creates a much larger, more wrinkled initial flame. This corona-ignited kernel 
also grows more quickly. It is believed that, since the kernel is wrinkled from its inception, it 
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skips the slow, laminar flame-growth phase and skips immediately to the fast, turbulent flame-
growth phase. 
 
Figure 64. Binarized instantaneous image sequences of flame-kernel growth for two ignition 
systems. Engine speed is 1000 rev/min; IMEP = 6.8 bar;  = 1.0, and 3% EGR. Images were taken 




Figure 65. Standard deviation of binarized images at five normalized crank angles for two 
mixtures and two ignition systems. Engine speed is 1000 rev/min; IMEP = 6.8 bar. Lean, dilute 
mixtures yield more CCV than stoichiometric, minimally diluted mixtures, and corona-ignited 
flames exhibit less CCV than conventionally ignited ones. The CoV(IMEP) for each condition is, 
from left to right, 0.3%, 0.4%, 3.0%, and 1.9% [80].   
Figure 65 shows the standard deviation of the binarized images at five normalized crank 
angles (1/5 through 5/5) for both igniters, each igniting two mixtures. One condition is 
stoichiometric with minimal (3%) EGR; the other is lean with 10% EGR. In these figures, which 
are false-colored according to the scale shown on the right, the band of bright (yellow) pixels 
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represent the cycle-to-cycle variation in the flame boundary; wider bands indicate more CCV. 
Comparing the first column to the third and the second to the fourth reveals the bright (yellow) 
band is wider for the lean/dilute for each, indicating greater CCV for that mixture. Comparing 
column one to column two and column three to four shows that the bright band is wider for the 
conventional system, again pointing toward greater CCV with that system. These results agree 
with the pressure-based measurements of CoV(IMEP), which are reported in Table 9.  
 
Figure 66. The IMEP of each cycle is insensitive to rgyr at mean(MFB00.5) for the stoichiometric, 
minimally diluted mixtures, but it is sensitive to rgyr for lean, dilute mixtures [80]. 
Figure 66 shows how the shape of the very early flame kernels has an impact on the 
highly diluted flames but not the stoichiometric ones as evidenced by the correlation between the 
radius of gyration measured at mean(MFB00.5) and the eventual IMEP of that cycle. This plot 
includes data from 100 cycles for each of the four igniter/mixture combinations. For both 
igniters, the lean, combustion the stoichiometric, minimally diluted mixture is robust under 
variation in rgyr. In other words, the shape of the very early kernel has little impact on the 
combustion efficacy of each cycle, leading to very small Pearson correlation coefficients. By 
contrast, for both igniters, combustion of the lean, dilute mixture was very sensitive to variation 
in rgyr. Different kernel shapes resulted in different IMEPs, leading to significant correlations. 
Note that the sensitivity of the igniters to the early-kernel shape are very similar, as indicated by 





Figure 67. Correlation plots of rgyr at mean(MFB00.5) and four MFBx values for all four 
igniter/mixture combinations, MFB05, MFB10, MFBx50, and MFB90 are negatively correlated with 
the rgyr measured at mean(MFB00.5). The early MFBx values are more strongly correlated than the 
later ones [80]. 
Figure 67 presents a series of correlation plots showing the relationship between the 
radius of gyration measured at mean(MFB00.5) and MFBx (for x = 5, 10, 50, 90) for 100 cycles 
for all four combinations of air/fuel mixture and igniter. For all four combinations and all four 
values of x, a negative correlation with magnitude of at least 0.497 exists. In other words, early 
flames with more extended or stretched shapes reach these four combustion milestones more 
quickly. This result agrees with expectations, since extended kernel shapes are expected to be 
more wrinkled and to burn more quickly. It is important to note that all four MFB values occur 
much later in the cycle than the time at which rgyr is measured, so this measurement demonstrates 
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predictive capability. As might be expected, the predictive capability is stronger for the earlier 
MFB values than the later ones. 
 
Figure 68. The negative correlation between MFB05 and the radius of gyration measured at a given 
crank angle is stronger if the rgyr is measured at a later crank angle. The mean(MFB00.5) for each 
case is tabulated in Table 9 [80]. 
Figure 68 shows how the correlation between MFB05 and the radius of gyration measured 
at a given crank angle changes as the crank angle of rgyr measurement varies. The result is 
qualitatively similar for all four igniter/mixture combinations: generally negative correlations 
that grow stronger as the crank angle of measurement approaches mean(MFB00.5). As discussed 
for Figure 67, the sign of the correlation (negative) is consistent with expectations. Additionally, 
the most negative values of the correlation coefficient are approximately -0.8 in all cases. It is 
important to note, however, that there are important differences between the cases. First, the data 
points for the four different cases begin at different crank angles, since the spark timing was 
optimized for each case, as tabulated in Table 9. Second, for both igniters, in the stoichiometric, 
undiluted case, the curves are much steeper than in the lean, dilute cases. This result may be due 
to the flames growing much more quickly in these cases or to the combustion being less sensitive 
to the flame shape. 
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4.3 Comparative UV-IR Imaging of Ignition Results 
Figure 69 presents the plasma-to-flame transition of corona ignition of methane over a 
Hencken burner in the 280-340 nm band at 12 kHz, where the experimental setup details are 
explained in Chapter 3.2. The corona discharge duration is measured to be 380 μs, and the 
plasma streamers yield very strong signal during this period. The brightness of the plasma in UV 
is so high that the streamers appear saturated in the images. Still, the outlines of the streamers are 
visible. When imaging was performed in IR in the engine experiments (Section 4.2), these 
streamers were not captured. This is the first time they are recorded in this study, along with the 
subsequent flame (OH* radical) formation. As it can be seen at 417 μs in Figure 69, the OH* 
radicals start forming immediately following the discharge at spatially distinct locations where 
the streamers were. 
 
Figure 69. UV image progression of corona ignition over a Hencken burner at 12 kHz. The 
electrical discharge is initiated at 0 μs, and its duration is 380 μs. 
In order to have a direct comparison between the IR and the UV signals, simultaneous 
imaging of corona ignition and flame propagation over a Hencken burner is performed as 
described in Chapter 3.9. The resultant comparison of image progressions is shown in Figure 70. 
The igniter boundaries on both IR and UV sides and the field of view in the UV images are 
outlined. Based on the voltage measurements, the spark duration is between 0-380 μs. At 341 μs, 
UV signal is very strong along the streamers that the plasma is saturated in the images, whereas 
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in the IR band there is no signal for corona plasma at the same instant. Subsequent ignition and 
flame propagation is shown until the flame reaches the boundary of the field of view. As 
expected, IR signal is the strongest around the centroid and the thick parts of the burned gas 
region, because the signal is mainly from H2O, a combustion product. On the other hand, UV 
signal is strongest at the flame front, because the signal is from OH* radical. From the images, it 
could be observed that the flame is growing in the direction where the OH* signal is strongest. 
Under the same voltage and duration settings, another interesting observation was made 
when the igniter failed to form corona streamers and formed an arc plasma between one of the 
electrode tips and the edge of the igniter‘s metal threaded part. This arc plasma and the 
subsequent ignition are also recorded. Simultaneous IR and UV progressions are shown in Figure 
71. Note that the IR timing here is slightly different than the one shown in the successful corona 
ignition image sequence (Figure 70). The reason for that is the randomness of the initial signal 
input from the skip-fire box, which all have been recorded in every experiment to still be able to 
match sequences and make comparisons between cases. This skip-fire box related discrepancy 
prevented the arc plasma to be captured at its peak signal by the IR camera, but the UV image at 
341 μs (same timing as the plasma shown in Figure 70) is added to guide the reader. This arc 
plasma also ignited the mixture, however, the flame formation was significantly slower and the 
flame signals were significantly lower at any given time after spark compared to the corona 
ignition case. 
One of the factors that could affect the resolution of the flame front detection is the 
lifetime of emissions from H2O molecules for IR imaging and OH* radicals for UV imaging. 
OH* is an electronically excited state of OH, so its lifetime is in the ~ns range. The H2O 
molecules, on the other hand, emit through vibrational excitation. Thermal conduction from the 
flame front could potentially heat up the surrounding mixture and vibrationally excite the nearby 
H2O molecules, and that can cause interfering H2O emissions which could hinder the flame front 
detection. The UV-IR comparisons in Figure 70 and Figure 71 already show matching behavior 
in terms of flame shape under atmospheric pressure. Under engine pressures, the potentially 
hindering effect of added IR emissions via H2O conduction would be even less of a problem, 
because the diffusive time scale is a function of the second power of characteristic length, and 
the mean free path of water molecules are estimated to drop from 904 nm (at 1 atm) to 134 nm 
(at 6.8 bar, which is the IMEP for all engine operations in this dissertation) at adiabatic flame 
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flame temperatures. This estimation indicates that there would be a ~50 fold reduction in 
diffusive time scales for the water molecules, hence the already clear IR image quality would 
further improve for flame detection. 
 
Figure 70. Side-by-side comparison of IR and UV images of corona ignition over a Hencken 
burner. The electrical discharge is initiated at 0 μs, and its duration is 380 μs. The outline of the 
igniter is overlaid on IR images. Field of view from the camera through intensifier (outer circle) 




Figure 71. Side-by-side comparison of IR and UV images of arc (failed corona) ignition over a 
Hencken burner. The electrical discharge is initiated at 0 μs, and its duration is 380 μs.  
In an effort to quantify the discrepancies between the IR and UV signals and corona and 
arc ignited cases, total signal from the recorded images are calculated and plotted in Figure 72. 
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Corona-ignited flame kernel had significantly larger and a faster growing signal in both IR and 
UV bands. Large intensities from plasmas caused high total signal peaks in the UV band (peaks 
above y-axis threshold, exact values not shown because these plasma images were saturated), 
whereas this behavior was not observed in the IR band. Additionally, total IR signal is observed 
to grow faster than the total UV signal during the flame kernel development. This could be 
attributed to the fact that H2O is a product of combustion, and its amount keeps on increasing 
with the growth of burned mass volume, whereas OH* predominantly appears on the flame front 
only. 
 
Figure 72. Total signal in IR and UV images as a function of time. Both corona and arc-ignited 
cases are shown. 
The results from the comparative UV-IR imaging indicate that the borescopic IR imaging 
results reported in Chapter 4.2 would hold true for an equivalent UV-based analysis. 
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CHAPTER 5 SUMMARY AND CONCLUSIONS 
 
Natural gas is a promising fuel for the heavy-duty internal combustion engine market due 
to its emissions, cost stability, and fuel security. In order to further improve the emissions and 
fuel economy, lean operation and EGR dilution are desired. However, reliable ignition of a lean 
and EGR-diluted natural gas in an engine is a challenging problem, because the higher auto-
ignition temperature and lower flame speeds of diluted natural gas increase the risk of misfires, 
partial-burns. Additionally, such low flame speeds amplify the cycle-to-cycle variations that are 
mainly caused by inconsistent mixing conditions.  
In order to help enable the full potential of natural gas as a marketable heavy-duty engine 
fuel, a better understanding of in-cylinder early flame kernel formation, factors that affect it, its 
effect on engine performance, and exploration of the ignition strategies that can promote 
desirable flame kernel formation are instrumental. Studying these early flame kernels is not 
possible merely with pressure-based measurements, since the pressure sensors cannot detect such 
small flame kernels. Therefore, optical diagnostic of the ignition event is required. In this PhD 
work, an infrared borescopic imaging system is built and employed to study the ignition event in 
a production-level engine. 
In-cylinder infrared borescopic imaging of early flame-kernel growth has been described, 
and the procedure for processing these images and deriving quantitative metrics from them has 
been explained. These optical techniques were applied, along with standard measurements based 
on in-cylinder pressure, to a six-cylinder, 9.7-liter natural-gas-fueled heavy-duty engine burning 
four different air/fuel mixtures at an engine speed of 1000 rev/min and an IMEP of 6.8 bar.  
Imaging in the near infrared and short-wavelength infrared offered several advantages over 
visible-band optical diagnostics. Since the H2O emissions are strong in this spectral region, the 
need for intensifiers or other additional equipment was eliminated. Additionally, the strength of 
this emission made it possible to obtain high-quality flame images through borescopes installed 
in a production engine, rather than an optically accessible engine, providing access to realistic 
operating conditions not available in optical engines.  
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Even with all the signal-to-noise ratio advantages that came with IR imaging, accurately 
identifying flame kernels in borescopic images have been challenging, because the in-cylinder 
images included background reflections from the cylinder surface that interfered with the signal 
collected from the flame, and signal-to-noise ratio was still not optimal at the first stages of 
flame kernel development. Several image processing tools have been investigated, developed, 
and assessed to optimize image segmentation for the flame identification problem. Gradient 
thresholding method had the best performance, because it could reliably remove reflections with 
varying intensity. 
Following the image processing, a number of image-based metrics that characterize the 
flame were calculated, such as flame area, total flame signal, radius of gyration, and flame 
centroid. Several relationships between image-based metrics measured very early in the cycle, at 
mean(MFB00.5), and pressure-derived metrics measured much later in the cycle were observed:  
 Flames centered farther from the head at mean(MFB00.5) lead to higher peak pressures, because 
the flames that grew farther from the head could keep their energy and grow faster without being 
quenched, which eventually lead to higher peak pressure in the combustion cycle. This result, 
which could not be obtained with pressure sensors only, showed that borescopic infrared high-
speed imaging can provide guidance for future engine design, as the combustion chamber design 
influences the flame growth pattern.  
 Flames displaced farther from the mean location at the beginning of combustion exhibited less 
consistent early flame growth (quantified by MFB10) than flames not displaced as far. This result 
shows that the pressure-based variability and flame kernel location variability are interlinked, 
because inconsistency in ignition location leads to inconsistencies in temperature and flow field, 
for which the early flame kernel growth is highly sensitive.  
 Flames with larger radii of gyration at mean(MFB00.5), in other words, flames with more extended 
shapes (due to high levels of flame stretching or wrinkling), were strongly correlated with higher 
peak combustion pressure, earlier values of MFB05, MFB10, and MFB50, and were also correlated 
(though more weakly) with earlier values of MFB90. Such early extended and wrinkled flames 
(large radius of gyration) are caused by high shear stress during ignition, and they possess a larger 
surface area at the same size, and this property enables them to grow faster than non-extended 
flames. The stronger correlation between early flame extendedness and the earlier MFB values, as 
opposed to lower correlation with later MFB values, indicates that the major improvement with 
the better performing ignition systems is in reduction of the ignition delay. Once the flame 
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wrinkling is achieved and a turbulent flame is established, then the rest of the flame growth 
(MFB90-MFB10) does not depend significantly on the ignition history. 
 EGR dilution and lean operation caused an increase in flame-boundary variability in the early 
flame kernel that is consistent with the IMEP variability. EGR dilution and lean operation both 
reduce laminar flame speeds, and slower flames demonstrate higher sensitivity to spatial and 
cycle-to-cycle variations in thermodynamic and flow properties of the mixture, which is 
manifested as large flame boundary variability in standard deviation images. High variability in 
flame growth eventually results in high variability in engine performance parameters, such as 
IMEP. 
These results were consistent with expectations, but it is important to note that the image-
derived metrics revealed trends earlier in the cycle than they could be detected from the pressure 
measurements. Therefore, these metrics are shown to have predictive capability on the overall 
combustion cycle behavior in an internal combustion engine. The measurement techniques and 
image-processing procedures that were described here demonstrated how borescopic IR imaging 
can be used to obtain quantitative information about early flame kernel growth and how this is 
related to combustion performance. 
In addition to understanding the basic relationships between the early flame kernels and 
full-cycle combustion, high-speed infrared in-cylinder imaging and image-based quantitative 
metrics combined with standard metrics derived from in-cylinder pressure measurements and 
emissions benches were used to investigate the differences between a standard-energy ignition 
system and two high-energy systems in a six-cylinder, 9.7-liter engine fueled with natural gas. 
Four operating points (all at 1000 rev/min engine speed and 6.8 bar IMEP) were studied for each 
igniter.  
Pressure-derived measurements showed that, for this engine and these operating points, 
both of the high-energy igniters (the 140-mJ IDI system and the Controlled Electronic Ignition 
system) demonstrated lower cycle-to-cycle variation compared to 65-mJ igniter for mixtures that 
were lean, EGR-diluted, or both. In most lean or dilute cases, the 140-mJ IDI system 
demonstrated the lowest CoV(IMEP). Thus, high-energy igniters demonstrated their capability to 
ignite leaner and more EGR-diluted mixtures that are difficult to reliably ignite with 
conventional low-energy igniters. During the formation and the laminar growth regimes of the 
kernel before wrinkling, the flame is highly susceptible to quenching as its heat release rate via 
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combustion is low to combat the conductive heat losses from the flame surface to the mixture 
and the nearby solid boundaries (e.g., electrodes). By providing additional energy to the flame 
kernel to combat such losses and to promote higher ionization, high energy igniters make the 
ignition process more robust. Similarly, longer ignition duration of these igniters play a role in 
quenching prevention and flame stretching as the flame kernel is moved by in-cylinder flows 
during spark discharge. With all the igniters, combustion with leaner and EGR-diluted mixtures 
yielded improved efficiency and emissions, as tabulated in Table 8.  
In addition to the pressure-based results, CCV was also studied through borescopic 
infrared imaging of the early stages of flame-kernel development (from spark timing through 
MFB00.5), where pressure-sensor data is not reliable. Under lean and EGR-diluted operation, 
CCV of early flame kernels generated by each igniter was visualized by standard-deviation 
images and flame-centroid tracking. The 65-mJ ignition system produced the largest regions of 
variability in the images, consistent with the measured CoV(IMEP). The centroid clouds show 
that cycles with flames farther from the head eventually result in high peak pressures, indicating 
that engine design and combustion strategy must keep the early flame towards the center of the 
chamber, and away from surfaces, in order to minimize the quenching and heat losses from the 
flame to these surfaces. 
In the final stage of engine testing, the performance of a conventional spark ignition 
system and a corona ignition system were compared for stoichiometric and for lean, dilute 
mixtures. For the engine speed and load tested here (1000 rev/min and 6.8 bar IMEP) the high-
frequency corona ignition system produced significantly shorter ignition delays, similar 
combustion durations, and lower CCV(IMEP) for each mixture tested ( = 1.0 with 3% EGR and 
 = 1.6 with 10% EGR) than a conventional IDI system delivering 65 mJ to each spark event. 
The corona system yielded shorter ignition delay and faster flame growth by increasing the 
effectiveness of spark-to-energy transfer (creating higher amount of OH* radicals quickly by 
using a non-equilibrium plasma), thus addressing the ignition limit, and by reducing the required 
flame-travel distances (using a distributed ignition source), thus addressing the partial-burn limit. 
Additionally, the ignition delay and CCV were degraded less when going from the 
stoichiometric, minimally diluted case to the lean, dilute case when the corona igniter was used 
than when the conventional igniter was used. Since the corona igniter has five long (~20 mm) 
streamers instead of one short (~1 mm) spark plasma, it provides multiple elongated spatial 
  
102 
directions for the flame to initiate and grow on. As there are spatial and cycle-to-cycle variations 
in mixture composition, temperature, and flow field, the risk of having misfires or subpar 
ignition is greatly reduced with corona ignition, because the probability of having unfavorable 
mixture conditions at any point of the entire distributed streamer length is much lower than 
having unfavorable conditions at a localized short plasma near the engine head. Additionally, the 
streamers grow towards the center of the combustion chamber, which promotes the early flame 
kernel to grow away from the engine head, and reduces the early heat losses and partial 
quenching at the engine head. That robustness against variation manifests itself more strikingly 
when the global conditions in the cylinder (e.g., air-fuel equivalence ratio, EGR ratio) reduce 
down the laminar flame speeds, thus emphasizing the effects of local inhomogeneities on the 
overall flame behavior.  The combustion duration suffered similar degradation for both systems, 
which shows that, regardless of the igniter, the ignition quality mainly affects the duration and 
the physical processes in the flame initiation and early growth until the turbulent flame 
establishment, and not the MFB90-MFB10 period.   
The high-speed infrared images of the early flame kernels are consistently visible and 
clear, even before MFB00.5, demonstrating that such imagery can provide valuable information 
about kernel development at points where data from pressure transducers are unreliable. The in-
cylinder imagery also illustrated how the IDI- and corona-ignited flame kernels formed and grew 
differently. The flame area calculated from the IR images quantified the faster growth of the 
corona-ignited flames. The advantages of using a corona igniter for establishing a flame and 
promoting its rapid growth, even in highly dilute conditions, was directly evident from the 
images that were acquired via borescopic optical access. Further, a detailed analysis of the 
images showed that the flame development is highly sensitive to the geometric shape of the 
flame, confirming that the elongated flames with large surface areas grow faster. However, 
conventional igniters rely heavily on the in-cylinder flow properties to cause strain on the flame 
to reach this wrinkled elongated state, whereas corona igniter can create such a flame much more 
quickly without relying on the flow conditions as much by providing a larger and distributed 
ignition site. 
In the engine experiments, majority of the collected signal in the near-IR band was from 
H2O molecules in the burned gas region. Main advantage of IR imaging was the increased signal 
quality and the ability to observe early flame kernels without the need for intensifiers. However, 
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flame front identifying radicals (e.g., OH*), corona plasma, and major components of spark 
plasma mostly fall in the UV band. Additional Hencken burner experiments were conducted to 
aid the interpretation of the IR images from the engine. These benchtop experiments revealed 
several important conclusions. Simultaneous IR-UV imaging demonstrated the mapping between 
the H2O molecules in the burned gas and the OH* radicals in the flame front. In addition to that, 
corona streamer-to-flame transition is captured at higher temporal resolution. Arc (failed corona) 
and corona flame kernel development characteristics are compared in IR and UV bands visually 
and quantitatively. The corona system, as expected by its non-equilibrium plasma, promoted 
faster OH* radical formation, which lead to faster ignition as consistent with the engine 
experiments. The temporal flame development characteristics in UV and IR bands in benchtop 
experiments demonstrated that there is a time delay between the start of the ignition process, 
evident by the luminosity from the corona discharge that is seen in the UV but not IR. However, 
once the plasma luminosity is over, the IR signals appear and they follow the UV signals, which 
means that the IR-based results discussed on flame development in the engine experiments will 
follow expected OH*-based analysis.  
All in all, the most significant conclusions derived from this Ph.D. work could be 
succinctly summarized as below:  
 Significant reduction in ignition delay in lean, EGR-diluted natural gas combustion is 
achieved when the early flame kernel is non-spherical (stretched, wrinkled, distributed). 
 Corona ignition technique is highly effective in reducing ignition delays and providing 
robustness against cycle-to-cycle variations, because it creates distributed and wrinkled 
flame kernels very quickly without relying on the flow conditions to stretch the flame 
kernel as the point ignition methods do. 
 High-speed borescopic infrared imaging of H2O molecules is a highly applicable 
diagnostic technique to study flame kernels, as it yields comparable results to OH* 




CHAPTER 6 FUTURE WORK 
 
The work presented here provided valuable contribution to understanding the ignition and 
combustion variability in heavy-duty natural gas engines by use of borescopic infrared imaging. 
However, there are also newly emerged scientific or practical questions as well as remaining 
unanswered problems. 
In the engine experiments, imaging was performed within 1.0-1.7 μm band to detect 
water molecules as a proxy to identify the flame locations. This way, cyclic variability of flame 
kernels was observed successfully. Similarly, pressure variation inside the engine cylinder was 
measured by pressure transducers. Mixture composition, on the other hand, which is observed to 
be one of the main parameters that contribute to cyclic variability, was only measured as a global 
parameter in the intake manifold as an integrated value over 100 cycles. Therefore, studying the 
effects of stratification, improper mixing, and residual gases in the engine was not possible 
within the course of this work. Simultaneous, high-speed and high-resolution spectral 
measurements inside the engine cylinder, specifically around the igniter and early flame kernel 
would yield a powerful contribution. Similarly, synchronized in-cylinder flow field and 
temperature measurements would contribute immensely to understanding the root causes of 
variations better. All these suggested measurements would have been even more valuable, if they 
could be performed in three dimensions. 
The effectiveness of corona igniter to create wrinkled and elongated flame kernels is 
demonstrated in this study directly; however, this system‘s complete effect on altering the 
reaction kinetics and flame initiation by means of non-equilibrium plasma effects is not fully 
discovered. Differences in OH* radical generation is demonstrated on benchtop experiments, but 
additional spectroscopic measurements to detect key species around the spark plug under varying 
pressures and mixture compositions could yield valuable results. 
Finally, more applications other than heavy-duty automotive engines that can utilize the 
flame initiation benefits of corona ignition should be surveyed and studied. Several supersonic 
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